PARTITION TYPE NOTES PARTITION DETAILS NOTES Cascade
EXISTING STRUCTURAL SLAB - | —1 TOP OF PARTITION DETAILS | I nve St me nt L L C
1@] PARTITION TAG TYPE__DESCRIFTION )
T01 TOP OF PARTITION AT UNDERSIDE OF METAL
PARTITION TYPE DESIGNATOR DECK SLAB 2000 Carillon Point,
. (SEE PARTITION SERIES TYPE SCHEDULES) Kirkland WA 98033
3 1/2" BATT INSULATION OVER FRAMING MEMBER DEPTH T02 TOP OF PARTITION AT UNDERSIDE OF METAL
LENGTH OF PARTITION BELOW (SEE TABLE B OR TABLE C - BELOW DECK SLAB (FIRE RATED)
PARTITION SERIES T03  TOP OF PARTITION STUD AT UNDERSIDE OF
SEE TABLE A - BELO METAL DECK SLAB AND SHEATHING 6" ABOVE
DIAGONAL BRACING, ALTERNATE PARTITION FRAMING DETAILS ATTEN | FIRE | TESTED STC | SHEET ( W) SCHEDULED FINISHED CEILING
DIRECTION AT 48" O.C. TYPE MARK |THK (IN)] DEPTH | SPACING TOP BOT | THK | RTG | ASSEMBLY | RTG | NOTES FIRE RATING (IF APPLICABLE)
A2A 22" |16"0C 10(A00.21,01 | 12/A00.21.01 |2 1/2” TABLE A- PARTITION SERIES CONSTRUCTION ASSEMBLY T04  TOP OF PARTITION AT UNDERSIDE OF
o A2B 21/ [16"0C  ((9/A00.22.01)[12/A00.21.01 [21/2" T SEATG CONCRETE SLAB (NON-RATED)
r = - . e » : TR VETAL CSTUD TLAVER T05  TOP OF PARTITION AT UNDERSIDE OF
SCHEDULED CEILING, REFER TO CONCRETE SLAB (FIRE-RATED)
REFLECTED CEILING PLAN B 2-LAYERS METAL C-STUD 2-LAYERS
CONTINUOUS SEALANT . AT RATED C VAR MELOSWD  RIAYERS e Gensler
PARTITIONS USE CONTINUOUS UL D HAYER METAL C-STUD NONE SCHEDULED FINISHED CEILING
RATED FIRESTOP SEALANT E 21AYERS  METAL C-STUD NONE 1200 Sixth Avenue Tel 206.654.2100
METAL RUNNER TRACK F 1AYER  MILRATCHANNEL  NONE T07  TOP OF PARTITION AT UNDERSIDE OF ACOUSTIC ~ Suite 500 Fax 206.654.2121
TILE/PANEL CEILING Seattie, WA 98101
PARTITION AS SCHEDULED ° i s o TO8 TOP OF PARTITION AT UNDERSIDE OF GYPSUM oied s
H 1-4AYER METAL C-H STUD LINER PANEL
INSULATION AS SCHEDULED J 2LAYERS  METAL C-H STUD LINER PANEL BOARD CEILING
K 1-LAYER (2) METAL C-STUDS 1-LAYER T09 TOP OF PARTITION (LOW PARTITION) WITH
L 2LAYERS  (2) METAL C-STUDS 2-LAYERS WOOD CAP |
N NONE oMU NONE T10  TOP OF PARTITION (LOW PARTITION) GYPSUM LIGHTWIRE
BOARD CAP 4316 SW OTHELLO STREET
N-U  RESERVED FOR FUTURE EXPANSION SEATTLE. WA 88136
A-TO7 ' A SERIES PARTITION PLAN 2 vZ CUSTOM __ NA NA T4 TOP OF PARTITION AT UNDERSIDE OF METAL Yol 2082026177
7 , DECK SLAB (NON-RATED) NO CEILING
SCALE:  3"=1<" SCALE:  3"=1{"
TAGNUMBER ~ MTLSTUD  MTLCHSTUD  WOOD STUD DECK SLAB (FIRE-RATED) NO CEILING
EXISTING STRUCTURAL SLAB DESIGNATION DEPTH DEPTH DEPTH T13-T20 RESERVED FOR FUTURE EXPANSION
: NO FRAMING 121 CUSTOM
0 7/8" FURRING CHANNEL N/A
# 5/8" DEFLECTION SPACE " BOTTOM OF PARTITION DETAILS
P P 1 15/8 N/A N/A
7 7 DEFLECTION CHANNEL 24 GA. 2 292" 212 N/A TYPE DESCRIPTION
, / , / CONT. TRACK W/ 2" FLANGE 3 35/8" N/A N/A B01 BOTTOM OF PARTITION AT SLAB
AN/ A | P WDER w r 7 ¥ ¥ B02 _ BOTTOM OF PARTITION AT SLAB (FIRE RATED)
. . — e"_-l_-’ n " "
% / DRIVEN PINS @ 24" O.C. _4t z 6 6 6 6 B03  BOTTOM OF PARTITION AT CURB
- DIAGONAL BRACING AS REAUIRED \\\\\\\\\\\\\\\\\\\\\W > G G NA NA B04__BOTTOM OF PARTITION AT CURB (FIRE RATED
~ INSULATION AS SCHEDULED A 10 10 NA NIA B05 _ BOTTOM OF PARTITION AT CURB OFFSET [\ | Date | Descripton
N e B0S  BOTTOM OF PARTITION AT CURB OFFSET 11.04.14 PHASE 2 PERMIT/CD SET
d TABLE C- MASONRY WIDTH SCHEDULE (FIRE RATED) 8 12.12.14 CLIENT REVISION
. PARTITION FRAMING DETAILS ATTEN | FIRE | TESTED | STC | SHEET
© TYPE MARK [THK (IN)] DEPTH | SPACING | TOP |  BOT THK | RTG | ASSEMBLY | RTG | NOTES TAG NUMBER CMU B07  BOTTOM OF PARTITION AT RAISED FLOOR
SCHEDULED CEILING, REFER TO D2A 2112 [16°0C  |10/AD021.01 |12/A00.21.01|2 112" | DESIGNATION WIDTH B08-B15 RESERVED FOR FUTURE EXPANSION
r REFLECTED CEILING PLAN D2B 2172 [16"0C  |11/A00.21.01 |12/A00.21.01]21/2" ; 4 35/8" B16  CUSTOM
— - —— —- = = == - S - o - 6 5 5/8"
- = METAL STUD AS SCHEDULED 8 758"
10 9 5/8"
PARTITION AS SCHEDULED 12 1158
TYP LIMITING HEIGHTS
STEEL SHEET THICKNESS FOR STUDS AND RUNNERS .
GAUGE* | MIN. STEEL BASE METAL THICKNESS (UNCOATED)
e MILS MM USG - SA923 "DRYWALL/STEEL FRAMED SYSTEM"
12 0.1017 9 X Stud Stud Stud Alow. | Partiion, | Partion, | Furming,
A T O 6 14 0.0713 68 X design width spacing defl. one layer | twolayers | one layer
1 1 S(:ALE' e 16 0.0566 54 1.34 Tl S ANAANAN
» “0— 18 0.0451 43 1.09
’ 20 0.0312 30 0.84 25 gauge (0179 min.) E e __E_, b
22 0.0270 27 0.68 1585125 15/8" 16" L/120 10'9"f 10'9°d 10'3'd
RS SANN L/240 g'6"d 10'6"d 8'3'd
RN 8 D SERIES PARTITION PLAN 5 _|__ 00 18 045 weo | swe | wd | 1o
RO \ SCALE: 3= 10" *GAUGE 16,18 USED FOR STRUCTURAL FRAMING; 20, 22, AND 25 : : : : rryr
~\\\\ \ Qe USED FOR NON-STRUCTURAL FRAMING 24 L120 8'9:f 8|9"f 89:f eal / Signature
§\\\\ \ *USE OF DIMPLED STEEL STUDS ACCEPTABLE PROVIDED 5;?;;3 ;23 §§"§, :gj
N \ CONTRACTOR SUPPLIES DOCUMENTATION PROVING THE
.\\\i\ \ \ EQUIVALENT MINIMUM BASE METAL THICKNESS IS ACHIEVED 2125725 | 21/2" 16" U120 | 139% | 139% | 139d
r\\\«\\\\\ \ METAL RUNNER TRACK /240 12'6"d 13'6'd 11'0"d .
\§ RN \\\ L1360 109d | 119 99"d 10237
?\\\\§~ N GENERAL NOTES : : REGISTERED
NN \ < " U120 | 13 | 139 | 113 | l ARCHITECT
i\\\\\\ \ I W GN-01. PARTITION TYPES ARE NOT SEQUENTIAL. L/240 109d | 113 9'9'd M
{\\\\‘\g\ CONTINUOUS ACOUSTICAL SEALANT S GN-02. ALL PARTITION SHEATHING TO BE 5/8"GYPSUM BOARD /360 98d | 1034 86d SIDNEY ¥ SCARBORO
RN UNLESS OTHERWISE NOTED . . - . -
~\\\\‘\\ : 3585125 | 3508 16 U120 | 169% | 1691 | 169F STATE OF WASHINGTON
§‘\«§\\\\E\ GN-03REFER TO A00.23 SERIES FOR TOP OF PARTITION AND A00.24 L2401 160 | 169 ) 14Ed |
g\\\\\\‘g% SERIES FOR BOTTOM OF PARTITION CONDITIONS LISTED IN PARTITION o | 140d | Med | 129
:\\\\t\s:%‘ EXISTING STRUCTURAL SLAB SCHEDULE. o U120 | 196 | 136% | 136
‘\\\\\\\:Q vvvvv S GN-04. ALL PARTITIONS SHALL BE COORDINATED WITH 0| e |
N &\}4}\ ' | SCHEDULED FINISHES FOR PARTITION LAYOUT AND REQUIRED
u t\&\\&\:i}\ PARTITION FRAMING DETAILS | ATTEN | STC CLEARANCES: 20gaie (952 mn) Project Name
TR TYPEMARK | THK(IN)| DEPTH | SPACING |  TOP BOT THK' | RTG | SHEET NOTES GN-05. PROVIDE FIRE-RETARDANT TREATED BLOCKING OR METAL 2128T20 | 2112 16" U120 179'd 18'%6"d 16'6"d*
K3B 312" |16"0C 8/A12.35 8/A12.35 312 NOT USED IN PH2 PLATE IN PARTITIONS FOR ARTWORK HANGING AS INDICATED. SEE L/240 14'0'd 14'9'd 130"d* Phase Il - Suite 2275
K3C 312 [16"0C  |3/A122001 |3/A12.2001 [31/2" CONSTRUCTION PLAN(S) AND/ OR INTERIOR ELEVATIONS FOR U0 | 123d | 1300 | 116
LOCATIONS. 20 | U120 | 156 | 1631 | 146" | ———————
GN-06. FOR INTERIOR FRAMING LIMITING HEIGHTS REFER TO Us0 | 123d | 130d | 1reg | Project Number
SSMA TABLES FOR INTERIOR NON-STRUCTURAL NON- U360 | 109d | 139 | 1009 | 396772000
COMPOSITE PARTITIONS. REFER TO STRUCTURAL DRAWINGS R YT = T TR TR T He
FOR METAL STUD SIZES AND GAUGES. oo | va | e | e
GN-07. CONTRACTOR TO RE-CONFIRM STUD SIZING AND SUBMIT U | 160d | 168 | 150%* ————_—s“le
SELECTION CRITERIA FOR REVIEW INCLUDING DELINEATION OF T o0 T e TooF SR
SLAB TO UNDERSIDE OF SLAB INFORMATION o | ooy | tea | rmpg | Asindioated
1 A-B01 9 K SERIES PARTITION PLAN 2 ol Mkl B M _
SCALE: 3"=1.0" SCALE: 3"=1-0" Description
PARTITION TYPES & DETAILS
A00.21.01
© 2014 Gensler
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3 1/2" MTL STUD FRAMING ABOVE

I
MILLWORK PANEL '
SOFFIT EDGE ABOVE |

I

ALIGN
T

31/2" FULL HEIGHT MTL
STUD FRAMING WITH
ACOUSTICAL INSULATION — |

=
(2]

CLEATS —— |

FACTORY FORMED /1
MITER CORNERS - 3- 7
SIDED PIECE W/
CLEATS OVER

FRAMING

SCRIBE RETURN
WOOD TRIM W/
MITER CORNER
ALONG GWB WALL

ADJACENT MILLWORK
PANEL BUTTS TIGHT TO
CORNER PIECE

SCALE: 3"=1'(0"

———————————————————————————
3  WOOD END WALL TERMINATION@ GWB WALL

EXISTING STRUCTURAL SLAB
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PLAN
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I
BASE

l=1| l .
V

YP GLAZING P/

EXISTING METAL DECKING AND
CONCRETE SLAB

CONTINUOUS ACOUS SEALANT
METAL DEFLECTION TRACK

BRACING

GYPSUM BOARD

ADJACENT CEILING, REFER TO
REFLECTED CEILING PLAN

ALUM. GLAZING CHANNEL W/
END CAPS WHERE EXPOSED

CLEAR GLAZING SEALANT

5/8" THK CLEAR
TEMPERED GLASS, LOW
IRON

5/8" THK CLEAR
LAMINATED GLASS, LOW
{RON

ALUMINUM GLAZING CHANNEL
SECURED TO SLAB

EXISTING CONCRETE SLAB

TION DETAILS 2
r N/

N

SCHEDULED PARTITION

GL1, TYP

CLEAR CONTINUOUS SILICONE

GLASS DOOR PER SCHEDULED

EDEG OF WOOD SOFFIT ABOVE

A
‘ 7 SCALE:

/\ A
ING>GLASS TO WALL-CONNECTION?

3": 1l-0!l

A

DOUBLE STUDS @ SIDES OF
OPENINGS

— LINE OF CEILING, WHERE
< OCCURS

3/STUDS MIN.
SEE ADJACENT DIAGRAMS _J J,_JIi

BACKING PLATE TYPE 'A'

BACKING
PLATE

~, 3/8" LONG 1/16" TYP. ALL
“” FLANGES OF BACKING

PLATE TO STUD 166A

BACKING PLATE 6" X 1 1/4" 16
GA. TRACK NOTCHED AROUND
AND WELDED TO STUDS

SCALE: 11/2"=1'¢Q"

DOUBLE STUDS @ SIDES OF

?g @IIN?EREW STUDS WHERE

BACKING PLATES OCCUR

1" LONG 1/16V TYP. @ WEB OF
BACKING PLATE TO STUD

4  TYP.BLOCKING DIAGRAM 2

VERIFY REQ'D ROUGH OPENING IN FIELD

SCALE: 3'=1{"

ADJACENT MILLWORK
PANEL BUTTS TIGHT TO

CORNER PIECE

FACTORY FORMED
MITER CORNERS - 3-

S

5  TYP.PLAN - SEMI-RECESSED FEC CABINET 2

CRIBE RETURN
WOOD TRIM W/

MITER CORNER
ALONG GWB WALL

2

SIDED PIECE W/
CLEATS OVER
FRAMING ———

CLEATS —— |

31/2" FULL HEIGHT MTL
STUD FRAMING WITH

146" 12 2

okl I
DI A S

ACOUSTICAL INSULATION

ALIGN

|
MILLWORK PANEL
SOFFIT EDGE ABOVE — |

3 a2 SN,

2 " 3
e 2oy b ~ 2

PV OEE FY LA R Ry

3 1/2" MTL STUD FRAMING ABOVE /

6 WOOD END WALL PL

SCALE: 3"=1'{"

I
!
I
¢

AN DETAIL

BACKING PLATE TYPE 'B'

DOUBLE STUDS @
SIDES OF OPENINGS

TYP. 20 GA. MIN.
SCREW STUDS

3-#8FH.SHS.

BACKING PLATE 6" X 1 1/4"
16 GA. TRACK NOTCHED
AROUND STUDS

1" LONG 1116V TYP. @ WEB OF
BACKING PLATE TO STUD

NOTES:

1. TYPE 'A' BACKING FOR MISC. ITEMS IE. SURFACE MTD. MIRRORS, WASTE RECEPTACLES, TOWEL
DISPENSERS, ETC. MAXIMUM WEIGHT- 50 LBS.

2. TYPE 'B' BACKING PLATES FOR UPPER WALL HUNG CABINETS (UP TO 2 SHELVES) BASE
CABINETS, FULL HEIGHT CABINETS, HANDRAILS, GUARDRAILS, GRAB BARS, WALL HUNG
EQUIPMENT, ETC. MAXIMUM WEIGHT- 100 LBS/FT.

3. SEE TYPICAL WALL FRAMING FOR GAUGE OF STUDS.

4. VERIFY LENGTH, HGT., LOCATION OF BACKING PLATE, AND NUMBER REQ'D WITH ACCESSORY
MANUFACTURERS.

5. USE #12 SELF TAPPING SHEET METAL SCREWS WHEN ATTACHING ITEMS TO BACKING PLATE.
6. WALL STUD FLANGES ARE CONTINUOUS AT BACKING PLATE.

; PUTTY PADS (HILTI CP 617)

24" MIN.

PLAN VIEW

————————————————————————
TYP. BACK-TO-BACK OUTLETS @ ACOUS. WALL 2

SCALE: 3"=10"

PARTITION PER PLAN

WINDOW SILL EDGE BELOW

— NEOPRENE FILLER

WINDOWS) PACKED W/
ACOUSTICAL INSULATION

—— (E) WINDOW
MULLION TO REMAIN

2
>
|~ ALUMINUMBREAK SHAPE
(FINISH TO MATCH (E)

INTERIOR PARTITION AT MULLION 2

SCALE:  3"=1Q"

Cascade
Investment, LLC

2000 Carillon Point,
Kirkland WA 98033

Gensler

1200 Sixth Avenue
Suite 500

Seattle, WA 98101
United States

Tel 206.654.2100
Fax 206.654.2121

LIGHTWIRE

4316 SW OTHELLO STREET
SEATTLE, WA 98136

Tel 206.292.8177

Description

- 11.04.14 PHASE 2 PERMIT/CD SET
8 12.12.14 CLIENT REVISION

Seal / Signature

10237

h’ I REGISTERED

ARCHITECT

SIDNEY? SCARBORO
STATE OF WASHINGTON

Smmenns

Project Name
Phase Il - Suite 2275

Project Number
32.9772.000

Scale
 Asindicated

Description
PARTITION DETALLS

A00.22.01

© 2014 Gensler




SHEET NOTES Cascade

\ ' 202 SEE 3/A00.22 TYPICAL

CONNECTION DETAIL FOR | nve Stm e nt, L LC

PARTITION CONNECTION TO
WINDOW MULLION.

205 PROVIDE BACKING SUPPORT 2000 Carillon Point,
FOR FUTURE FOIO LCD MONITOR Kirkland WA 98033
MOUNTING.

Gensler

PRINT/COPY

1200 Sixth Avenue Tel 206.654.2100
Suite 500 Fax 206.654.2121
Seattle, WA 98101
United States
e
@/ PROJECT @

WORK 02,

ROOM LIGHTWIRE
4316 SW OTHELLO STREET

SEATTLE, WA 98136
Tel 206.292.8177

)
\*OPENWORK ¢
AREA

11.00.02 |A11.00.02
8 w

M
/\ ‘ Date ‘ Description

FLOOR PLAN GENERAL NOTES [ 711.04.14 PHASE 2 PERMIT/CD SET

8 12.12.14 CLIENT REVISION

A.  RE: AOO SHEET SERIES FOR CODE ANALYSIS RELATED
TO PROJECT.
B.  ALL SCREENED AREAS INDICATE EXISTING

CONSTRUCTION TO REMAIN AND AREAS NOT IN
CONTRACT, U.N.O.

C.  ALL PARTITIONS TO BE TYPE "A2A", UN.O. ALL
FURRED-OUT PARTITIONS TO BE TYPE "D2A", UN.O. RE:

\!
? .
Q ‘
OFFICE \g A00.21.01 FOR PARTITION TYPES.
D.  DOOR NUMBERS ARE THE SAME AS THE ROOM INTO

é = / WHICH THEY SWING. MULTIPLE DOORS INTO A SINGLE
7N -~ \ '
A / ROOM HAVE AN ALPHABETICAL DESIGNATION. RE:
/ A00.20 FOR DOOR SCHEDULE AND TYPES.
- / . ALL EXISTING DOORS, FRAMES AND HARDWARE TO
/ REMAIN ARE DESIGNATED WITH AN "E" SYMBOL.
COORDINATE AND PROVIDE BACKING FOR MILLWORK
X /
L~

m

OFFICE

m

AND ITEMS ATTACHED OR MOUNTED TO PARTITIONS
OR CEILINGS. ALL BACKING TO BE NON-COMBUSTIBLE
OR FIRE RETARDARD TREATED TO MEET MINIMUM
CODE REQUIREMENT

G.  PARTITIONS ARE DIMENSIONED FROM FINISH FACE TO
FINISH FACE, U.N.O. MAINTAIN DIMENSIONS MARKED
"CLEAR". ALLOW FOR THICKNESSES AND MOUNTING
OF FINISHES.

H.  WHERE EXISTING ACCESS PANELS CONFLICT WITH

CONSTRUCTION, RELOCATE PANELS TO ALIGN WITH
AND FIT WITHIN NEW CONSTRUCTION. Seal / Signature
I FIELD VERIFY ALL DIMENSIONS SHOWN PRIOR TO

LAYING OUT WALLS. NOTIFY ARCHITECT IN CASE OF
/ DISCREPANCY.

J.  ALLINTERIOR PARTITIONS ALONG EXTERIOR WINDOWS
ARE CENTERED ON AND PERPENDICULAR TO THE
ASSOCIATED WINDOW MLLION, U.ON. 10237\ REGISTERED

K.  SEE 8/A00.22 FOR TYPICAL DETAILS FOR FULL HEIGHT N ARCHITECT

~ / GLAZING WALL. M W

SIDNEY 4. SCARBORO
STATE OF WASHINGTON
P ]

Project Name

Phase Il - Suite 2275

Project Number

32.9772.000

/ 114" = 10"
_ 1 CONSTRUCTION PLAN - LEVEL 02 - PHASE ||

SCALE: 1/4"=1'0" _
Description

CONSTRUCTION PLAN - LEVEL 02 -PHASE 2

1. A02.02.01

‘l 1 | © 2014 Gensler
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404 CEILING MOUNTED EXIT SIGN,
CENTERED ON (E) STOREFRONT nvesimen :
/@ DOOR & GWB SOFFIT.
LIGHTING SCHEDULE o
PRI - - S S e e e e o o}
\ - Kirkland WA 98033
Type Description tamp Input | Volts Manufacturer/ Catalog Number Notes . X R . 7 ‘ ‘ o V /
A |2x4 recessed direct/indirect fluorescent with perforated center basket, 273278 80 | 277 |Focal Pont Eecessed Y ‘ o ‘ T B Y o D S - o / , —_—
White finish. Electronic ballast. 3500K Luna 2x4 ~ \ : \ BN : ‘ - PANTRY
FLU24 B2 T8 E 277 G PS L8830 WH
AD [Same as type A except with dimming ballast. 2-F3278 60 | 277 |Focal Point Recessed
3500K Luna 2x4
FLU24B2 T8 D 277 G PS L830 WH
B |3 diameter LED surface mount with white extruded alinum housing and 5762im LED | 47 | 277 |Pinnacle Surface mount
matte white acrylic, concave lens. Provide with 0-10v dimming. 3500K Fina
F36CR3582771DW
C |Z diameter LED surface mount with white extruded aluminum housing 3262im LED | 30.7 | 277 |Pinnacle Surface
and matte white acrylic, concave lens. Provide with 0-10V dimming. 3500K Fina n r
F24CR3582771DW ~ \ .‘
D |[Semi-recessed rectangular LED wall wash with matte white painted 410m LED | 8.5 | 277 |Fraqur Semi-recessed N - L - )
finish. Trim for lay-in ceiling applications. Provide with remote mounted 3500K $222 JOO7 L22VO35EL ' 1290 Sixth Avenue Tel 206.654.2100
driver for 0-10V dimming. Suite 500 Fax 206.654.2121
- - Seattle, WA 98101
D1 |Same as type D excpet with flange for gyp board celling. 410im LED 8.5 | 277 |Fraqtir Semi-racessed United States
3500K 8222 J007T22VO36EL -
—E |4 fluorescent undercabinet light with white housing and extruded acrylic  [12815 30 | 120 [Juno [Undercabinet ~
lens. Electronic baliast. 3500K UPF46-WH /
"E1 |[Same as type E except mounting. 1-F28TS 30 | 120 |Juno Mount on top ;':
3500K UPF46-WH of cabinet in :
uplight position
—— LIGHTWIRE
E3 |Same as type E except 3' length. 1-F2175 22 | 120 [Juno JUndercabinet 4316 SW OTHELLO STREET
3500K UPF34-WH SEATTLE, WA 98136
F [LED ribbon light in lengths and configuration shown on plans. 3WILF 720 | 120/ |BL Innovative Lighting Cove mount Tel 206.292.8177
Remote mount driver above adjacent accessable ceiling. 0-10V dimming. 3000K 24V |BL-RBN-HD-24V-3000K with mounting
Provide a compelte system including all end-caps, terminations, jumpers, Dc channel
remote drivers, power supplies, etc.
Provide with mounting channel.
G |3" square LED downlight with white reflector and flange. 20W LED 20 | 277 |[Amerlux {Recessed
0-10V dimming. Narrow flood beam spread. 3000K HDL-HP-S 20 LED E 277 0-10V housing
Provide with battery backup in locations where emergency lighting
is required. HDL-HP-SD MWW NFL 3000 trim
J |4, 2-lamp flucrescent strip with wire guard. Chain mount. 2-F3278 60 | 277 |Williams Chain mount
3500K 764 2 32 WG-7611 EB2 277 with bottom at
80" AFF
X1 |LED Exit sign with green letters and white housing. Mirror panel. LED 4 | UNV [Exitronix Celling
Single face. 802 R NC GM XX WH recessed
MU - L
Description
4.9" diameter, LED pendant with copper metalic Viso Pendant mount e e e
finish. Clear cable with white canopy. Provide with wattage limiting label. Fort Knox Suspension - Copper with bottom at 11.04.14 PHASE 2 PERMIT/CD SET
Coordinate final mounting height with architect on site prior to cutting BM.07.798 -8" AFF
cord to length, 8 12.12.14 CLIENT REVISION

RCP GENERAL NOTES

A, RE: A00 SHEET SERIES FOR LIGHTING SCHEDULES,
LEGENDS, SYMBOLS AND ABBREVIATIONS APPLICABLE
TO THIS PLAN.

B.  ALL SCREENED AREAS INDICATE EXISTING
CONSTRUCTION TO REMAIN AND AREAS NOT IN
CONTRACT, U.N.O.

C.  RE:(G00.13.01 FOR TYPICAL DEVICE MOUNTING
LOCATIONS.

D.  ALLNEW ACT CEILING ELEVATION IS AT 8'-11" AFF, UON.

RE: MEP DRAWINGS FOR DESIGN OF MECHANICAL AND
ELECTRICAL SYSTEMS. ARCHITECTURAL PLANS GOVERN
LOCATION OF ITEMS INSTALLED IN CEILINGS. NOTIFY
ARCHITECT WHEN CONFLICTS OCCUR.

F.  CENTERALL EXIT SIGNS, SMOKE DETECTORS, ETC. IN
THE CENTERLINE OF CORRIDORS AND CENTERLINE OF
TYPICAL AT ALL LIGHT FIXTURES, U.N.O.

= GWB SOFFITS \ g , G.  INSTALL REGISTERS AND LIGHT FIXTURES WITHIN GRID
THROUGHOUT ‘ g LINES. INSTALL SPEAKERS, LIGHT FIXTURES, AND OTHER  Seal / Signature

L x o LA\ OFFICE CEILING ELEMENTS IN THE GEOMETRIC CENTER OF
\ -. ACOUSTICAL UNITS OR CEILING PANELS, UN.O.

. ~ H.  ARRANGE ABOVE THE CEILING ITEMS TO PROVIDE
S / ADEQUATE CLEARANCES FOR CEILING AND ITS DEVICES.

I.  VERIFY ACCESS PANEL LOCATIONS WITH ARCHITECT
- PRIOR TO LAYOUT OF WORK REQUIRING ACCESS. 10237\ REGISTERED

J.  PLUMB ALL STEM, AIRCRAFT CABLE, AND \\, l ARCHITECT
APPURTENANCES USED TO SUPPORT SUSPENDED LIGHT
2 FIXTURES, U.N.O.

/ K. REMOVE ALL PAINT FROM EXPOSED DUCTWORK,
CONDUIT AND PIPING. REMOVE ALL TAGS AND LABELS
NOT REQUIRED BY CODE.

L. FINISH HVAC DIFFUSERS, DRAPERY POCKETS, AND

1 REFLECTED CEILING PLAN - LEVEL 02 - PHASE " SPEAKER GRILLES TO MATCH ADJACENT FINISH, U.N.O.

" qgn M. PROVIDE SPRINKLER HEAD LOCATIONS FOR
SCALE: 1/4"=1-0 ARCHITECT'S REVIEW PRIOR TO ANY INSTALLATION.

N.  PROVIDE CONCEALED SPRINKLER HEADS WITH CAPS
WHICH ARE FACTORY-PAINTED TO MATCH THE CEILING  Project Name
IN ALL DRYWALL CEILINGS. LOCATE ALL HEADS TO ALIGN _
WITH LIGHT FIXTURES, U.N.O. Phase Il - Suite 2275

0. IFITISNOT POSSIBLE TO LOCATE HEADS AS REQUIRED
FOR ANY REASON, INCLUDING, CODE REQUIREMENTS,
DO NOT PROCEED WITH WORK UNTIL SUCH CONDITIONS -~ Project Number
HAVE BEEN REVIEWED WITH ARCHITECT. -

P.  NOCOMBUSTIBLE MATERIAL ALLOWED ABOVE CEILNG 29772

Q. EXIT SIGN TO BE CENTERED ON THE CORRESPONDING

m

STATE OFYWASHINGTON

DOOR, TYP. U.ON. T —
R.  G.C. TO CONFIRM WITH ARCHITECT ON ALL SPEAKER Scale
LOCATIONS PROVIDED BY SOUND VENDOR =1y

S.  WHERE EXISTING ACCESS PANELS CONFLICT WITH NEW
CEILING ELEMENTS, RELOCATE PANELS TO ALIGN WITH
AND FIT WITHIN NEW CONSTRUCTION.

Description

2

A02.02.02

© 2014 Gensler
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SHEET NOTES - Cascade
o IEmEEIEIS  |nvestment, LLC

THOSE INSTALLED IN PHASE 1 SPACE.

508 SEE INTERIOR ELEVATION FORWALL - . _
FINISH CLARIFICATION 2000 Carilion Point,

511 PROVIDE 4'X8' PLYWOOD BACKER Kirkland WA 98033
OVER GWB ABOVE SPECIFIED WALL
BASE ON BOTH WEST AND NORTH
WALLS

SN

Gensler

1200 Sixth Avenue Tel 206.654.2100
Suite 500 Fax 206.654.2121
Seattle, WA 98101

United States

LIGHTWIRE

4316 SW OTHELLO STREET
SEATTLE, WA 98136

Tel 206.292.8177

OPEN WORK
AREA

\ - 8 12.12.14 CLIENT REVISION

_ FINISH PLAN GENERAL NOTES

A.  RE: A00 SHEET SERIES FOR SCHEDULES, LEGENDS,
SYMBOLS AND ABBREVIATIONS APPLICABLE TO
THIS PLAN.

B. ENSURE SURFACES TO RECEIVE FINISHES ARE
CLEAN, TRUE, AND FREE OF IRREGULARITIES. DO
NOT PROCEED WITH WORK UNTIL
UNSATISFACTORY CONDITIONS HAVE BEEN
CORRECTED.

C. REPAIR EXISTING SURFACES TO REMAIN AS
REQUIRED FOR APPLICATION OF NEW FINISHES.

D. PROVIDE LEVEL 4 GYP. BOARD FINISH ON ALL
PARTITIONS, UN.O.

E. PROVIDE MINIMUM 3-COAT PAINT SYSTEMS FOR
EACH SUBSTRATE, U.N.O.

F.  PROVIDE PAINT "PT-1" ON ALL WALLS, UN.O.
PROVIDE EGGSHELL SHEEN, U.N.O.

G. PROVIDE CPT1 AS FIELD CARPET AND B1 BASE , ,
UN.O. ~ Seal/ Signature

H.  PAINT ALL DRYWALL CEILINGS "P1A", UN.O.

I.  PAINT ALL OPEN PLEMUM SPACE, INCLUDING
DUCTWORK, CONDUIT AND OTHER EQUIPMENT "P1",
UN.O.

J.  RE:DOOR SCHEDULE FOR COLOR OF DOORS AND : 10237
FRAMES. 5 ~ REGISTERED

K. RE: ELEVATIONS FOR MILLWORK FINISHES. | | ARCHITECT

L RE: 4/A12.20.01 FOR FLOORING TRANSITION | Wny
DETAILS. COORDINATE TRANSITIONS WITH - SIDNEY 1/SCARBORO

SC
ARCHITECT. : STATE OF WASHINGTON
M. PROVIDE FACTORY PAINTED "FEC" TO MATCH :
ADJACENT WALL FINISH. =

N. G.C. TOPROTECT TILE FLOORING FROM DAMAGE
DURING FIXTURE DELIVERY AND INSTALLATION

0. G.C.TOPROVIDE AND INSTALL CRACK ISOLATION/
WATERPROOF MEMBRANE AT ALL AREAS OF
CERAMIC TILES. 'HYDROBAN' BY LATICRETE. .
PROVIDE 'LATASTIC' SEALANT @ ALL AREAS OF - Project Name
EXPANISON JOINTS IN SUBSTRATE PRIOR TO ' Phase Il - Suite 2275
INSTALLATION OF 'HYDROBAN'

P.  TILE INSTALLER/ G.C. TO RINSE OFF INSTALLED TILE
MULTIPLE TIMES AS REQUIED TO REMOVE ALL

- Project Number
1 FINISHPLAN - LEVEL 02 - PHASE I TS SO DN e
SCALE: 1/4"=1-0" AT TIME OF FINAL GROUTING ;

Q. PAINTERS SHALL BE RESPONSIBLE TO THE
REMOVAL OF HARDWARE, OUTLET COVERS,
SWITCHES PRIOR PAINTING AND REINSTALLATION _Scale
OF THE SAME AFTER PAINTING 4t =10

R.  G.C. TO COORDINATE ALL FLOOR FIXTURE
INSTALLATIONS WITH FIXTURE VENDOR

S.  G.C.TO VERIFY ALL FURNITURE LOCATIONS WITH
OWNER PRIOR TO PLACEMENT OR INSTALLATION

T.  ALL EXPOSED SURFACES TO RECEIVE SPECIFIC FINISH PLAN - LEVEL 02 - PHASE 2
FINISH. SEE FINISH PLAN FOR DETAILS

U. PROVIDE GF-1 ON ALL EXISTING EXTERIOR :
WINDOWS. CONFIRM WITH OWNER WITH THE ;
DESIRE FILM TRANSPARENCY PRIOR TO
INSTALLATION : . n

© 2014 Gensler

f Description
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| SHEET NOTES - Cascade
o e erere  Investment, LLC

! -
—

POWER RECEPTACLES AS
lT GEN ERAL NOTES ¥ SHOWN ON CASEWORK PRIOR |
TO CORING . 2000 Carillon Point
GF! ABOVE GFI ABOVE GFI ABOVE : ~ ’
OUTLETS DIAGRAM FORWALL
DATA CABLING MOUNTED MONITOR INFO.
1. EACH DATA LOCATION WILL BE PROVIDED WITH 4X MODULAR RJ-45 DATA JACKS, CAT6 303 COORDINATE WITHOWNERON
CABLES. AV SPECIFIC REQUIREMENTS AT
BOTH PROJECT WORKROOMS
2. FACEPLATES AND JACK COLORS TO BE WHITE. PRIOR TO PRODUCING SHOP
DRAWINGS.
3. ALL CAT6 CABLING WILL TERMINATE IN A PATCH PANEL IN THE IDF CLOSET. 304 VERIFY DEVICE MOUNTING
HEIGHT/SIZE PRIOR TO
4. ALL PATCH PANEL PORTS AND JACKS WILL BE LABELED AND TESTED. INSTALLATION.

305 QUAD CAT6 DATA RECEPTACLE,

UNLESS OTHERWISE SPECIFIED. GenSIQr

306 ALIGN NEW ELECTRICAL
OUTLETS WITH THOSE (E)ALONG - 1200 Sixth Avenue Tel 206.654.2100

PERMITER WALLS - Suite 500 Fax 206.654.2121

307 PROVIDE (2) 120V DEDICATED 20 oo %A 38101

AMP CIRCUIT NEMA 5-20R AS
SHOWN

308 PROVIDE (1) 120V DEDICATED 15
AMP CIRCUIT NEMA 5-15R AS

5. ALL DATA JACK LOCATIONS TO BE CONFIRMED BY DESIGNER/ARCHITECT,
PARTICULARLY IN REFERENCE TO FURNITURE AND FINISH CONSIDERATIONS.

6. EXISTING DATA LOCATIONS CAN BE RE-USED PROVIDED THE FOLLOWING CONDITIONS
ARE MET: A. CONDUITS MEETS CURRENT STANDARD; B. LOCATION CONFORMS TO
DESIGN REQUIREMENTS; C. CABLING MEETS SAME SPECS AS NEW.

IDF CLOSET CONSTRUCTION NOTES
1. PASSIVE VENTILATION REQUIRED; THERMOSTAT-CONTROLLED FAN VENTS INTO
PLENUM

SHOWN .
2 SEE ARCHITECTURAL DRAWINGS FOR FLOORING AND LIGHTING REQUIREMENTS. 309 2-POST TELCO RACK WITH 3.65" LIGHTWIRE
VERTICAL WIRE 4316 SW OTHELLO STREET
3. DOOR ACCESS CONTROLLED WITH KEY CARD GUIDE(CHATSWORTH CCS . SEATTLE, WA 98136
COMBO). PROVIDE THE : Tel 206.292.8177
4, GENERATOR-BACKED POWER TO COME FROM TRANSFORMER N 2205 SPACE FOLLOWING PATCH PANEL ;
FRONT LAYOUT(TOP TO

BOTTOM): FIBER PATCH TO4TH
IDF CLOSET CABLING REQUIREMENTS FL(8 PORT) WIRE MGMT, 1U; CAT6
1. ONE FIBER(MIN 8PR) HOME RUN TO 4TH FLOOR DATA CENTER. SPARE FIBER PAIRS

COPPER PATCH TO 2F
ALREADY AVAILABLE VIA WELLS SPACE - PLEASE CONFIRM. e o WELLS(24PORT) WIRE MGMT, 1U; -
ABOVE e ) x CAT6 COPPER PATCH -
2. ONE 25PR COPPER TELEPHONE CABLE FROM 2F BUILDING TELCO CLOSET TO N aeER ﬁ&g// WORKSPACES(48PORT) WIRE
TERMINATE ON 110 BLOCK IN IDF RS- o MOMT 2U
3. ONE 25PR COPPER TELEPHONE CABLE FROM 2205 TELCO CLOSET TO TERMINATE ON .
110 BLOCK IN IDF
4. ONE 24 PORT CAT6 PATCH PANEL TIE-IN TO 2205 IDF PATCH PANEL.
5. 2X1UHORIZONTAL CABLE MANAGEMENT FOR CUSTOMER SWITCHES NN . i » O \ U . \ /\| vate |Descripton
" S 7z | N T AN " 11.04.14 PHASE 2 PERMIT/CD SET
6.  4"VERTICAL WIRE MANAGERS ON BOTH SIDES OF RACK N o b | A e aION
/ WAITING -~ P
CONTACT INFORMATION
DAVID MOON
CASCADE INVESTMENTS, LLC
425-893-7816
DAVIDM@BGI-GROUP.COM

GENERAL NOTES

OFFICE A RE: A0O SERIES FOR SCHEDULES, LEGENDS,
SYMBOLS AND ABBREVIATIONS APPLICABLE TO THIS

PLAN.

— L

T B. ALL SCREENED AREAS INDICATE EXISTING

/~/ = CONSTRUCTION TO REMAIN AND AREAS NOT IN
g CONTRACT, UN.O.

A C. RE:A00.13 FOR TYPICAL DEVICE MOUNTING
= LOCATIONS.

D. PRIORTO CORING SLAB, COORDINATE LOCATIONS
WITH (OWNER, PROPERTY MANAGER, LANDLORD,
MALL OPERATIONS MANAGER, ARCHITECT).

E. COORDINATE INSTALLATION OF
TELECOMMUNICATIONS, DATA AND SECURITY

SYSTEMS. - Seal / Signature
F. VERIFY EQUIPMENT SPECIFICATIONS, POWER AND V :

INSTALLATION REQUIREMENTS WITH

MANUFACTURER TO ENSURE PROPER FIT AND

o
-

FUNCTION.
G. INSTALL OUTLETS ON OPPOSITE SIDES OF |

PARTITIONS IN SEPARATE STUD CAVITIES. DO NOT : 10237

INSTALL BACK-TO-BACK. \\ Rf%ﬁffggf
H. IDENTIFY DEDICATED OR ISOLATED GROUND |

ELECTRICAL OUTLETS WITHARED DOT.

l.  PROVIDE (COLOR OPTIONS - SELECT APPROPRIATE 1
PER PROJECT SPEC.) DEVICES AND MATCHING STATE OF WASHINGTON

1 POWER & COMM - LEVEL 02 - PH ASE || | COVER PLATES FOR ALL SWITCHES, ELECTRICAL,

"o AL TELEPHONE AND DATA OUTLETS, U.N.O. PROVIDE
SCALE: 1/4"=10 ONE-PIECE TYPE GANG COVER PLATES U.N.O.

J. CONFIRM LOCATIONS OF STROBES AND EXIT SIGNS
WITH ARCHITECT PRIOR TO INSTALLATION.

K. CONFIRM DEVICE LOCATIONS WITH ARCHITECT
L. INSTALL ABOVE-COUNTER AND BELOW-COUNTER

OUTLETS HORIZONTALLY, UN.O. SEE A00.13. REFER Phase Il - Suite 2275
TO ELEVATIONS FOR ADDITIONAL OUTLET :

INFORMATION. ———————————————————————
M. DEVICES SHOWN STACKED ARE TO ALIGN ' Project Number
VERTICALLY. bt
N. PROVIDE PULL STRINGS INALL EMPTY CONDUIT AND 328772000
JBOXES.
0. REFER TOMEP DRAWINGS FOR ADDITIONAL NOTES s
AND INFORMATION. WHERE CONFLICTS OCCUR, Scale
ARCHITECTURAL DRAWINGS TAKE PRECEDENCE ON "y
LOCATION OF DEVICES. . Asindicate

P. INDICATED DIMENSIONS ARE TO CENTERLINE OF

DEVICE OR CLUSTER OF DEVICES, U.N.O. EXCEPT |
THAT TOP-MOST OPERABLE PORTION OF SUCH " Description
DEVICES SHALL NOT EXCEED 48" (40" PER C.B.C). T e
PROVIDE WRITTEN NOTIFICATION OF CONDITIONS - POWER & COMM PLAN - LEVEL 02 - PHASE 2
REQUIRING DESIGN OF CUSTOM COVER PLATES. :

REFER TO ELECTRICAL DRAWINGS FOR

A02.02.04

© 2014 Gensler
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1l

2-

|A11.00.01 ®

PANTRY 7
%

|A11.00.01 PRINT/COPY
|A11.00.01

3 ENLARGED CONSTRUCTION PLAN - PANTRY & PRINT/COPY

SCALE: 3/8"=1-0"

\\gensler.ad\projects\RevitUserModels\18421\32.9772.000_BGI Carilion Point_18421.rvt

SCALE: 3/8"=1-0"

PROJECT
WORK

A28 |
1
=
FOCUS  A11.00.02
L
2

o

FOCUS

(A11.00.02

ROOM

IT CLOSET
281 |

WAITING
280

SCALE: 1/8"=1'{0"

%®®0‘§

|

\E
b %
s >

1 ENLARGED CONSTRUCTION PLAN - FOCUS ROOMS

FOR REFERENCE ONLY

2 FURNITURE PLAN - LEVEL 02 - PHASE I

SHEET NOTES

203 CLOSET SHELF & ROD PER
6/A12.30.01.

204 MULTIFUNCTIONAL PRINTER,
FOIO.

205 PROVIDE BACKING SUPPORT
FOR FUTURE FOIO LCD MONITOR
MOUNTING.

EQUIPMENT LIST

FULL SIZE REFRIGERATOR (G.C. PROVIDED
AND INSTALLED)
MFR: GE APPLIANCES

MODEL: 23.1 Cu Ft. BOTTOM FREEZER
REFRIGERATOR #GDE23ESESS
SIZE: 68 1/2" Hx 34 3/8" D x 32 3/4'W

DISHWASHER(G.C. PROVIDED AND INSTALLED)
MFR: MIELE

MODEL: FUTURA ADA COMPLIANT SERIES
CLASSIC G4281 SCVi

NOTES: STANDARD STAINLESS FRONT WITH 2
1/2" TOE KICK

SINK AND FAUCET (G.C. PROVIDED AND
INSTALLED)

MFR: KOHLER

SINK MODEL: VAULT - TOP MOUNT LARGE
SINGLE BOWL KITHCHEN SINK WTH FAUCET
HOLE

#K3821-1-NA

SIZE: 33" X 22" X 9-5-16"

FAUCET MODEL: PURIST - SINGLE HOLE
KITCHEN SINK FAUCET WITH 8" SPOUT
#K-7507-CP

SIZE: 11-3/8"H x 8"L x 2'W

INSTANT HOT & COLD WATER DISPENSER
MFR: INSINKERATOR

MODEL: SERIES 1100 #F-HC1100C

FINISH: CHROME

GARBAGE DISPOSAL
MFR: INSINKERATOR
MODEL: BADGER 5

 Investment, LLC

2000 Carillon Point,
Kirkland WA 98033

Gensler

1200 Sixth Avenue Tel 206.654.2100
Suite 500 Fax 206.654.2121
Seattle, WA 98101

United States

LIGHTWIRE

4316 SW OTHELLO STREET
SEATTLE, WA 98136

Tel 206.292.8177

Description

" 11.04.14 PHASE 2 PERMIT/CD SET
8 12.12.14 CLIENT REVISION

- Seal/ Signature

‘°237\ REGISTERED

M ' ARCHITECT ;
Zs

SIDNEY KSCARBORO
STATE OF WASHINGTON

Project Name
Phase ll - Suite 2275

Project Number
320772000

. Scale
Asindicated

. Description
 FURNITURE & ENLARGED PLANS

A02.02.05

© 2014 Gensler




3

6

—

9

EQ

EQ

EQ

ANGLED WALL

EQ

EQ

-10

® ®

PROJECT WORK ROOM 283 - NORTH WALL

SCALE:  3/8"=1'0"
O O | o
. \ /[ 1\ / o
V \Vi
3-8 »
IPJII 2EQ B6
PANTRY - COUNTER
SCALE:  3/8"=1-0"

0/@

5'-8"AFF

s.?

PLAMZJ %

A

'

PANTRY - COUNTER FRONT

SCALE:

3,8" = 1'_0!
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©,

2 PROJECT WORK ROOM 283 - WEST WALL

SCALE: 38"=1-0"

8EQ

N T~
VAR EEN % o N ~ _
PLAMA —
K . —
N % | - / /

10

2-

PLAM1

N

2y

N/
3%
Cri 11
T

/1)
2300

PN

5 PANTRY - NORTH WALL

SCALE:  3/8"=140"

;

|

|

| !

L. i
[e) (o]

SUTN

AN

\
M

9

SCALE:  3/8"=1'0"

8 PRINT/COPY - SOUTH WALL

2-g

15

3-6

WP1

SCALE:

. :

CATV g
r-q--=

1——— CONDUIT L 80'* LCD MONITOR

i
|
|
|
i
|
|
!
1
|
|

VIDEO
TOPC

I
|
j |
2 CONDUT ==~ 1~ ‘ 12300
|

VIDEO CAMERA  #

o 0 110v OUTLET

ONSHELF

[ ~

X
~ IKQ \\

N

L - -
? VIDEO TO QUAD CAT6
MONITOR

PC INSIDE WALL- 110V OUTLET
MOUNTED CREDENZA

x

fs'-o'v

1 ENTRY WOOD WALL

38" = 10"

MONITOR MOUNT
¢

PROJECT WORK ROOM 283 - EAST WALL

SCALE:

38" = 10"

g @ o d
C _l N _|_ _|_
e e e o e e I
e st e

N

PRINT/COPY - NORTH WALL

SCALE:

38" = 10"

SHEET NOTES

1101 COORDINATE LIGHT FIXTURE
LOCATION WITH FURNITURE
AND/OR CASEWORK

1104 LATERAL FILE CABINETS BY
OWNER. VERIFY SIZES AND
QUANTITY PRIOR TO
INSTALLATION

1107 MARKER/TACK RAIL.

CONTINUOUS STAINLESS STEEL,

L-SHAPE (1/2"H X 2 1/2"D")

1113 EQUIPMENT(FCIC). SEE
EQUIPMENT SCHEDULE ON
A02.02.05 FOR SPECIFICATIONS

1124 FOIO EQUIPMENT SHOWN FOR
COORDINATION

1131 CLOSET SHELF & ROD.

GENERAL NOTES

A, ALL CONCEALED BLOCKING MUST BE FIRE
RETARDANT TREATED

Cascade
Investment, LLC

2000 Carillon Point,
Kirkland WA 98033

Gensler

1200 Sixth Avenue
Suite 500

Seattle, WA 98101
United States

Tel 206.654.2100
Fax 206.654.2121

LIGHTWIRE

4316 SW OTHELLO STREET
SEATTLE, WA 98136

Tel 206.292.8177

A . Date Description

11.04.14 PHASE 2 PERMIT/CD SET

8 12.12.14 CLIENT REVISION

Seal / Signature

REGISTERED
\\, | ARCHITECT

STATE OF WASHINGTON

Project Name

Phase Il - Suite 2275

Project Number

32.9772.000

38" = 10"

Description

INTERIOR ELEVATIONS - PHASE 2

A11.00.01

© 2014 Gensler



3

]

]

I

! [ coNpuIT

, FOR COAX

]

i | 4250 LCD
1 COAX o 1 % MONITOR (FUTURE)
(CATV) 1) e N . | | MONITOR MOUNT
1 Y I
VIDEO TO PC L N (FUTURE)
I e A = e AR
2'CoNDUIT ———| T = } |
QUAD CATS ———=1 | [ i 1 -
VIDEO TO ey | RN |
MONITOR — 7
g !

PC(12"Tx4"Wx14'D)
INSIDE WALL- / /9
MOUNTED CREDENZA 412300

38" = 10"

f

OPEN WORK AREA - WEST WALL

SCALE: 38"=14{"

\

\

(=) |
\
Vi \
OPEN
S I\
_I [\

9

—

OPEN OFFICE ELEVATION

SCALE: 38"=1{"

\\gensler.ad\projects\RevitUserModels\1842132.9772.000_BGI Carillon Point_18421.rvt

FOCUS ROOM 286 - NORTH WALL 2

FOCUS ROOM 288 - SOUTH WALL

SCALE: 3/8"=1-0"

SCALE: 3/8"=10"

5 PROJECT WORK ROOM 283 - SOUTH

FOCUS ROOM 288 - NORTH WALL

SCALE:

I
g

, EQ L EQ
N V N 4 rd
< ='- <\ P ~ ~ ~ D
B N
Z 9 T
12.30.0

*SEE FOCUS ROOM 286 FOR ELECTRICAL AND AV REQUIREMENTS

38" = 10"

-

4

FOCUS ROOM 286 - SOUTH WALL

SCALE:

38" = 10"

PRIVATE OFFICES

SCALE: 3/8"=1"

3.0

2-6

SCALE:

FOCUS ROOMS

38"=1L0"

/\\J

SHEET NOTES

1101 COORDINATE LIGHT FIXTURE
LOCATION WITH FURNITURE
AND/OR CASEWORK

1104 LATERAL FILE CABINETS BY
OWNER. VERIFY SIZES AND
QUANTITY PRIOR TO
INSTALLATION

1107 MARKER/TACK RAIL.
CONTINUOUS STAINLESS STEEL,
L-SHAPE (1/2"H X 2 1/2"D")

1127 APPLY GLASS FILM TO OUTSIDE
GLASS OF OFFICE OR FOCUS
ROOM

1129 WOOD GRAINS DIRECTION, TYP

GENERAL NOTES

A ALL CONCEALED BLOCKING MUST BE FIRE
RETARDANT TREATED

Cascade
Investment, LLC

2000 Carillon Point,
Kirkiand WA 98033

Gensler

1200 Sixth Avenue
Suite 500

Seattle, WA 98101
United States

Tel 206.654.2100
Fax 206.654.2121

LIGHTWIRE

4316 SW OTHELLO STREET
SEATTLE, WA 98136

Tel 206.292.8177

/\ ‘ Date ‘ Description

'11.04.14 PHASE 2 PERMIT/CD SET
8 12.12.14 CLIENT REVISION

Seal / Signature ‘

10237\  REGISTERED

\\, l ARCHITEZT
SIDNEY L.ZCARBORO
STATE OF WASHINGTON

Project Name

Phase I - Suite 2275

Project Number

32.9772.000

38" = 10"

Description

INTERIOR ELEVATIONS - PHASE 2

A11.00.02

© 2014 Gensler




2.5" DIAM. CUTOUT W/ VENT GROMMET

(WHITE) ON CABINET SIDES WHERE CaSCade

REQUIRED FOR EQUIPMENT VENTING.

VERIFY W/ OWNER PRIOR TO FABRICATION.
— AN Investment, LLC
SCRIBED PLAM-1 | | | E
NTERTOP :
- COUNTERTO | | ‘ ! 2000 Carilion Point
| _— CUTOUT BETWEEN CABINETS SEE 11/A00.21 FOR TOP OF | I | 14 Kirkand WA 98033
FOR CABLE PASSTHROUGH, SEE 11/A00.21 FOR TOP OF PARTITION ATTACHMENT /I ' 2
FINISH ALL EXPOSED EDGES PARTITION ATTACHMENT / PART | 15
~—— PULL PER SPECIFICATIONS INFO. ! : : | 13
. . : g-11"
ADJUSTABLE PLAM SHELF A\ ; SEE REFLECTED CEILING | | | ] £ IminEEE ST
W/ REST SEE REFLECTED CEILING 2 ! PLAN FOR CEILING TYPE | 1§
PLAN FOR CEILING TYPE g | | | | E
INTERIOR SURFACES, X . '
E WHITE MELAMINE COATING \ % | 1 | )
— o < G \ R = e —— | | 15
W AV EQUIPMENT, VERIFY C ¥ | X | l | H -
SIZE AND LOCATIONS $ B-11"AFF<T [ [T T Iy [T ]] X N — | | 4 5/8" GWB OVER MTL FRAMING
% Vo = e = — ] E— — — .
AV & ELECT RECEPTACLE 3 ! 4" AFE < G I
CONNECTION G\ i $ | 'H_ ensier
AV & ELECT RECEPTACLE =~ z G F ] He=—= S
CONNECTION H N——— 2X WOOD BLOCKING ] 1200 Sixh Avnus T 2066542100
% | uite ax . .
——— OPEN SLOT FOR AIR INTAKE $ 8.6" AFF + i \ ’ Seattle, WA 98101
BASE PER ELEVATION ; ) | \ United States
- q ' ]! 5
GWB SOFFIT IN ROOM > LI 1 2X WOOD BLOCK N | FABRIC WRAPPED
PER SECTION 2/A12.20.01 — 1 hef: ; | @hl PANELS PER PLAN
2 [N 2 N
? X (Rl | ™ e~ l 2 LIGHTWIRE
‘“" { I e 710" AFF N k\
- o h * P e — e, 4316 SW OTHELLO STREET
5 CAB'NET BASE AV STORAGE A Ik : $ \] |! & ’ WOOD PANEL SEATTLE, WA 98136
— SCALE: 1 4/28=4" 4 13 \ & \] | & PILASTER BEYOND Tel 206.292.8177
. : - ; OFFICE |
2 | 16 ‘ SIDE N !\
REFER TO PLANS 1 E ) & b1}
'l" PARTITION TYPE PER % I -
; PLAN ; ¥ : , OPEN WORK
g Al 134 ' PARTITION TYPE PER T’\\‘ AREA SIDE
“F ] v 3 : PLAN
—— PULL PER SPECIFICATIONS 3 5
———————— DRAWER FRONT AS SCHEDULED : £ : LM COWNTER
MILLWORK PANEL | L 5 ( PER PLAN
W/ CLEATS OVER 2 o (NI % ) 2
" — NE ; : MILLWORK PANEL
FILLER PANEL /2" FRAMING 3 1 1§\ Wi l(SLE?\TS OVER 2 \J . _
[-l? %) HINGE, CONCEALED \ ':‘. | | B | : 1/2" FRAMING — \ Smm= e e e
5 _NEFE : : I N\ T W & (AR ' W : L—r-—-r———-—
. . s i : : : : \ \ \\ \\\\‘k‘ | vauens /N | Date | Descripton
_ : . @1 ADJSHELF, PLAS LA \ 4 . ! _*\ ----- R R ELE RN — > 11.04.14 PHASE 2 PERMIT/CD SET
Lcl; CLEATS \ R | | . | ;’ o1 AN O AU ARG S N 8 12.12.14 CLIENT REVISION
*—. :' o
o 1 ADJ SHELF REST ~JE F ¥ - OWNER PROVIDED FILE CABINETS
- ‘o t 1 H : CLEATS T Iy z » (38 3/4" HX42'WX18D)
8 : : : o L \
% [ ) 3 q, i g
" DOOR PANEL AS SCHEDULED 3 : . . G 13 CONCEALED METAL
2 SCRIBE WOOD BASE ~_ * 1 F ‘ o H & COUNTER FRAMING
. 3 A ¥ : =% 1| ; SUPPORT SPACED AND
S BASEPERELEVATON .~  _ _ _ — _ : k g _ _ SCRIBEWOODBASE ~—~—F[qI 1ffi 1 1 IE SIZED AS REQUIRED;
S | % 1% TIED TO FRAMING/POSTS
g S ' IR IN WALL
.

6 BASE CABINET - DRAWER AND DOORS A 3 TYP. WOOD WALL SECTION AT ACT CEILINGS
. SCALE:  11/2"=1-0" SCALE: 3"'=1-0" SCALE: 3"'=140"
NOTE: MODIFY CABINET WIDTH AS REQD TO
FIT SPECIFIED TRASH BIN
SEE 11/A21FORTOPOF
PARTITION ATTACHMENT INFO. _r__
ISLAND SIDE EDGE BEYOND g /\, - Seal / Signature
5/8" GWB OVER 3 1/2" MTL STUD : -
L 3.2 PLAM COUNTERTOP & A FRAMING WITH ACOUST INSULATION
’] SIDES T\ TO STRUCTURE ABOVE : ’
@ I I ‘ ‘
. 1 [ '
% - 10237
REGISTERED
I PULL PER I I \\,\ ARCHITECT
SPECIFICATIONS ] J [ 8‘-11“AFF$ p
poT TS TS TS T T T T T 7 1 S | ' 44n SIDNEY £/ SCARBORO
' ' TRASH LINER DOOR & FRAME WHERE OCCURS &-:11 AEE,#I [T ITIT I IIIII]
— | : SELECTED BY OWNER 1 I STATE OF WASHINGTON
! ! I I LED RIBBON LIGHT ADHERED TO
- 3 : 1/2" SUBSTRATE BACK ' ' CONT. WOOD BLOCKING-ALIGNED ACT CEILING PER PLAN
| ; | WHITE MELAMINE TO BACK OF MILLWORK PANEL , |
; | | INTERIOR 1 1 , -
: ! Il I = ; B
| ; SIDES AND BOTTOM ' ' Y ; Project Name
% : WHITE MELAMINE CARPET AS SCHEDULED - - - = Phace I - Suite 2275
! | INTERIOR I | TS-1 SCHLUTER STRIP. PROFILE: MILLWORK - FACTORY
! ! 5 1 I HEIGHT AS SPECIFIED. FORM MITER CORNER ,
| ! PLAM DOORS ON 3/4 ALONG EXPOSED ) 5/8" GWB OVER MTL FRAMING
! ! SUBSTRATE I RESILIENT FLOORING AS EDGE o _ Project Number l
: ! I I SCHEDULED 32.9772.000
! ; [ | WOOD GRAINS :\:
- — = — T : STAINLESS STEEL 'l 4 | AVAAVAVAVAVAVAVAVAVAVAVAVAVAVAVAN DIRECTiON, v AT AR T BRI AR RS AR S ‘_:’ 7-10" AFF
————— BASE £ 4 QOGN0 ' “ Scale ’
" Lo s haliol - o ety it ‘ "_"“ e ..‘:‘_‘i"‘:‘ e 3 ,:7 "‘::‘:":‘:;:;“",;,:-:5::'::;':‘-'.'. M"-LWORK PA EL ALIGN ==
_H ¥, /— SCHEDULED FINISH FLOOR e . N EDGE BEYOND & 2.0" TYP. A
; g OFFICE '
— % W / FULL HEIGHT GLASS '
//// PARTITION PER PLAN SIDE

(E) FLOOR DECK

7 CABINET BASE ISLAND -TRASH/RECYLE 4 TRANSITION- CARPET TO RESILIENT 2 2 P. WOOD/GWB SOFFIT AT OFFICES

SCALE' 1 1/2“ = 1"0" SCALE 6" = 1'_0" SC A E: 3n - 1!_0n

_] . l 1 . | l l © 2014 Gensler
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Cascade Investment, LLC
Phase II - Suite 2275

PERMIT/CD SET
NOVEMBER 04, 2014

2000 Carillon Point,
Kirkland WA 98033

Gensler

Architect
1200 Sixth Avenue

Suite 500

Seattle WA 98101
Telephone 206.654.2100
Facsimile 206.654.2121

__ ASEPARATE HL FCTRICAL

E:}?xv : 5 ;3’ §§""‘ e g-nfc-ilg :A:w;rmg
B g £ ”g& Iog o f-,u’,w::? [HEEE S §
H é;gsgn E I L el b bk

NOTICE
HOURS OF Wotin 7417 70 6PM MON-FRI
9AM TC 6PM SAT. NO WORK SUNDAYS &
HOLIDAYS (PER KZC SEC. 115.25)
Exceptions must be approved in

writing by Planning Official




: —————— e ——
VICINITY MAP EB e PROJECT INFORMATION DRAWING INDEX - Cascade
1 CLIENT: CASCADE INVESTMENT, LLC by | n Ve St' I | e nt y L L C
' P.0. BOX 654 8
KIRKLAND, WA 98033 E
425.296.5518 Sheet = 2000 Carilion Point,
ATTENTION: TINA PAPPAS Number Sheet Name & Kirkland WA 98033
BUILDING ADDRESS: 2205 CARILLON POINT Phase 2
KIRKLAND, WA, 98033 G00.00.01 |COVER SHEET °
G00.10.01 |PROJECT INFORMATION AND DRAWING INDEX °
ZONING: PLA 15A COMMERCIAL
G00.11.01 | TYPICAL ACCESSIBLE INFORMATION & SYMBOLS .
G00.1201 |POWER & COMMUNICATION SYMBOLS .
. PARCEL NUMBER: 1725059058 500.13.01 _|MOUNTING LOCATIONS .
LEGAL DESCRIPTION: THAT PORTION OF GOVERNMENT LOTS 1 AND 2 IN THE NORTHWEST 1/4 OF SECTION 17, G00.14.01 | ABBREVIATIONS, SYMBOLS AND PROJECT SPECIFIC NOTES .
TOWNSHIP 25 NORTH, RANGE 5 EAST WM.; Phase 2
TOGETHER WITH BLOCKS "F" AND "G" OF THE SECOND SUPPLEMENTAL PLAT OF LAKE AC0.10.01  |LIFE SAFETY PLAN & CODE INFORMATION .
er?rf #ygggsi‘{v%ﬁ@ggﬁn CLASS SHORELANDS AS CONVEYED BY THE STATE OF AC0.20.01_DOOR SCHEDULE & DETALS >
WASHINGTON, SITUATE IN FRONT OF, ADJACENT TO, OR ABUTTING THEREON, DESCRIBED AS igg'g'gl ::xm:g: ggii: DETAILS hd Gen sler
FOLLOWS: Ll hd
A00.30.01 |FINISH SCHEDULE .
BEGINNING AT THE MEANDER CORNER ON THE NORTH LINE OF SAID SECTION, SAID CORNER A00.90.01 |SHEET SPECIFICATIONS . 1200 Sixth Avenue Tel 206.654.2100
?Eglh?cA ggﬁis CAZQA °NEX‘§ NT;EAR G REFER TO THE K.C.A.S. MERIDIAN), ALONG THE AQ091.01 _ |SHEET SPECIFICATIONS ° Sul 00 Fax 206642121
4 HENCE SOUTH 88 36'25" EAST (BEARIN CAS. MERIDIAN), Seattle, WA 98101
| NORTH LINE OF SAID SECTION., 48 76 FEET. A01.0201 | DEMOLITION PLAN AND DEMOLITION REFLECTED CEILING PLAN o ocalle, A S
: THENCE SOUTH 01 23'35" WEST 842.60 FEET TO THE INTERSECTION OF THE SOUTH LINE OF THE A02.02.01 | CONSTRUCTION PLAN - LEVEL 02 -PHASE 2 o
] NORTH 842.60 FEET OF SAID GOVERNMENT LOT 1 WITH THE WESTERLY RIGHT-OF-WAY LINE OF A02.02.02 |REFLECTED CEILING PLAN & LIGHTING SCHEDULE - LEVEL 02 - PHASE 2 .
: LAKE WASHINGTON BLVD. NORTHEAST (SR 908) AND THE TRUE POINT OF BEGINNING; A02.02.03 |FINISH PLAN - LEVEL 02 - PHASE 2 .
THENCE NORTH 88 36'25" WEST, ALONG SAID SOUTH LINE, 562.00 FEET TO THE INNER HARBOR A02.0204 |POWER & COMM PLAN - LEVEL 02 - PHASE 2 °
| LINE AS DEFINED BY THE STATE OF WASHINGTON IN 1920 AND 1921; 7020205 | FURNITURE & ENLARGED PLANS
. THENCE SOUTH 01 09'29" WEST, ALONG SAID INNER HARBOR LINE, 1531.93 FEET; . °
N THENCE CONTINUE ALONG SAID INNER HARBOR LINE SOUTH 13°10'38" EAST 84.06 FEET TO THE A11.00.01 |INTERIOR ELEVATIONS - PHASE 2 .
| INTERSECTION OF A LINE THAT IS PARALLEL WITH THE NORTH LINE OF THE SOUTH 1/2 OF THE A11.00.02 |INTERIOR ELEVATIONS - PHASE 2 o LIGHTWIRE
SOUTH 1/2 OF SAID GOVERNMENT LOT 2 EXTENDED WESTERLY IS 75.00 FEET SOUTH OF THE A12.1001 | CEILING DETAILS o 4316 SW OTHELLO STREET
INTERSECTION OF SAID NORTH LINE WITH SAID WESTERLY RIGHT-OF:WAY LINE OF LAKE 2122001 |INTERIOR DETAILS . SEATTLE, WA 96135
WASHINGTON BLVD. NORTHEAST (SR 908) AS MEASURED ALONG SAID RIGHT-OF-WAY LINE; 23001 TMILLWORK DETAILS Tel 206.292.8177
THENCE SOUTH 88 51'33" EAST, ALONG SAID LINE, 889.31 FEET TO THE WESTERLY RIGHT-OF- 0. .

WAY LINE OF SAID LAKE WASHINGTON BLVD. NORTHEAST (SR 908);
‘ THENCE NORTH 03 09'13" WEST, ALONG SAID WESTERLY RIGHT-OF-WAY LINE, 462.20 FEET;
SITE PLAN THENCE CONTINUE ALONG SAID RIGHT-OF-WAY LINE NORTH 86°50'47" EAST 10.40 FEET;

‘ THENCE CONTINUE ALONG SAID WESTERLY RIGHT-OF-WAY LINE NORTH 03 0913" WEST 313.01
| , FEET;
l THENCE CONTINUE ALONG SAID WESTERLY RIGHT-OF-WAY LINE ON A TANGENT CURVE TO THE
LEFT IN ANORTHWESTERLY DIRECTION, HAVING A RADIUS OF 542.96/FEET, THROUGH A
CENTRAL ANGLE OF 32 42'07" AN ARC DISTANCE OF 309.90 FEET;
THENCE CONTINUE ALONG THE SOUTHWESTERLY RIGHT-OF-WAY LINE OF SAID LAKE

PCDAPPROVED SITE PLAN WASHINGTON BLVD. NORTHEAST (SR 908) NORTH 35°51'20" WEST 67.87 FEET,

Any proposed changes to the approved sit THENCE CONTINUE ALONG SAID RIGHT-OF-WAY LINE ON A TANGENT CURVE TO THE RIGHT IN A
plan, such as but nc! fimited to added harc NORTHWESTERLY AND NORTHERLY DIRECTION, HAVING A RADIUS OF 602.96 FEET, THROUGH A
surfaces, HVAC usits, tree removals and CENTRAL ANGLE OF 27 42'10" AN ARC DISTANCE OF 291.53 FEET,

accessory structures must be suomitted to THENCE CONTINUE ALONG SAID WESTERLY RIGHT-OF-WAY LINE NORTH 08 09'11" WEST 234.43

the Building department as a revision to the FEET TO THE TRUE POINT OF BEGINNING;
building permit for review and apgroval by aii
- departments prior to implementation. EXCEPT THAT PORTION HEREOF LYING NORTH OF THE SOUTH LINE OF THE NORTH 1,076.80

Description

FEET OF SAID GOVERNMENT LOT 1 AND ITS WESTERLY PROLONGATION; S O
11.04.14 PHASE 2 PERMIT/CD SET

Poble Pedastrron Ali mechanical units shall comply with the AND EXCEPT THAT PORTION THEREOF CONVEYED TO THE CITY OF KIRKLAND FOR ROAD
’ maximum environmental noise levels PROPOSES BY DEED RECORDED UNDER RECORDING NO. 8907281497;
established pursuant to the Noise Control
“ Act of 1974, Revised Code of Washington SITUATED IN THE CITY OF KIRKLAND, COUNTY OF KING, STATE OF WASHINGTON.
(RCW) 70.107. See Chapter 173-60
] Lake Washington Administrative Code (WAC)
Washington OCCUPANCY TYPE: BUSINESS - B ( NO CHANGE IN USE)
TYPE OF CONSTRUCTION: TYPE | - FULLY SPRINKLERED (EXISTING)
I FIRE PROTECTION: FIRE PROTECTION: APPROVED AUTOMATIC SPRINKLER SYSTEM PER NFPA 13 WITH
b MULTIPURPOSE DRY-CHEMICAL PORTABLE FIRE EXTINGUISHERS TYPE 2A 10BC, 5 LB. CAPACITY,
SPACED AT 750" TRAVEL DISTANCE AROUND THE FLOOR
TENANT IMPROVEMENT AREA:  SUITE 2275 - 1,916 SF (LEVEL 2/GROUND LEVEL)
SCOPE OF WORK: INTERIOR RENOVATION INCLUDES DEMOLITION OF EXISTING PARTITION AND CEILING AND

CONSTRUCTION OF A NEW OFFICE SPACE. NO CHANGE IN USE OR OCCUPANCY. NO
CHANGE IN EXITING.

NOTICE
HOURS OF WORK: 7AM TO 3PM MON-T

9AM TO 6PM SAT. NO WORK SUNDAYS PERMITS TO BE FILED UNDER SEPARATE APPLICATIONS

HOLIDAYS (PER KZC SEC. 115.25)
Exceptions must be approved in Seal / Signature
writing by Planning Official R

5 ——

THE EXISTING MECHANICAL, ELECTRICAL, FIRE ALARM, FIRE PROTECTION, PLUMBING SYSTEMS WILL BE MODIFIED, DESIGN BUILT AND
SUBMITTED IN SEPARATE PERMITS

. uoﬁn!qgem :’m ‘

g Wi g 10237

‘ ‘ 7 Wl EE REGISTERED

27 Lz Wl & | ARCHITEGT
SRR N N . ﬁ /

ﬁ E ﬁ o i} SR | APPLICABLE BUILDING CODES: SIDNEY L//SCARBORO
= s N : STATE OF WASHINGTON
¥ ﬂ ﬂ o NN L BUILDING CODE: INTERNATIONAL BUILDING CODE - 2012 EDITION WITH KIRKLAND AMENDMENTS

*»,’ N ' ;
= 'g FIRE CODE: INTERNATIONAL FIRE CODE - 2012 EDITION
__,iJﬁJlJLJULJLJU ﬂ ﬂ . i MECHANICAL CODE: INTERNATIONAL MECHANICAL CODE - 2012 EDITION WITH KIRKLAND AMENDMENTS
% - /*—U Pen
quj}’”ﬁm E PLUMBING CODE: UNIFORM PLUMBING CODE - 2012 EDITION WiTH KIRKLAND AMENDMENTS
U - ! Project Name
- ! ELECTRICAL CODE: NFPA NATIONAL ELECTRICAL CODE - 2012 EDITION WITH WASHINGTON CITIES
‘ ELECTRICAL CODE AMENDMENTS Phase Il - Suite 2275
i ENERGY CODE: WASHINGTON STATE ENERGY CODE - 2012 EDITION WITH KIRKLAND AMENDMENTS
S0
PLANNING/ ZONING CODE: KIRKLAND ZONING CODE _ Project Number
| <l ACCESSIBILITY CODE: ANSI A117.1 - 2009 32772.000
%uh\i}ir&?cdcmim = ) Scale S
vail Entry As indicated
Description

'PROJECT INFORMATION AND DRAWING INDEX

G00.10.01

© 2014 Gensler
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48" [1220mm)] - [ T 77 . - '
= NP
T | | tment, LLC
w = E 28" [610mm] MIN. CLEAR AT EXTERIOR DOORS SECTION INDICATIONS FINISH CONSTRUCTION NVeSs ent,
= % 418" [460mm] MIN. CLEAR AT INTERIOR DOORS L] AcousTicaL cewmna Tie
é = WALL FINISH TAG 2000 Carillon Point,
. T _ R 00/ BASE FINISH TAG Kirkland WA 98033
g £ m] \Ej = — [ Z 1 womo EXTENT OF FINISH TYP COLUMN GRID REFERENCE NUMBER
E T o ) = | X NOTE: / ' COLUMN GRID LINES AND REFERENCE NUMBER
S | £ S s BN X = 12" [305mm] MIN. IF DOOR BRICK /@-\ WALL FINISH TAG
o 2 | 2 N ‘ o HAS BOTH A LATCHAND A BN £XISTING CONSTRUCTION TO REMAIN
< E? Q = CLOSER. LU CARPET S IIZZZE EXISTING CONSTRUCTION TO BE DEMOLISHED
< , 1 & — SPECIAL FINISH TAG
& TYPICAL DOOR LANDING NEW PARTITION
ey 2 - = o «m= o = 1{HR RATED PARTITION
7 // // // / . o E— PONREE FLOOR FINISHTAG = oo e==  2HR RATED PARTITION
SIDE ELEVATIO < | | 3HR, RATED PARTITION
CONCRETE MASONRY UNIT ———.— :
CEILING FINISHTAG e ceee e  4HR RATED PARTITION
———————— ¥ NOTE: L) CUT STONE SMOKE PARTITION G n Ier
R SN (- X = 36" MIN. IF Y = 60" MIN. CHANGE IN FLOOR FINISH EGRESS PATH PRIMARY ens
7 | E X = 42" MIN. IF Y = 54" MIN, e 1200 Sixth A Tel 206.654.2100
N —|||=|||] EARTH EGRESS PATH SECONDARY 00 Sixth Avenue el 206.654.
| &) REFLECTED CEILING ;/ ‘ HILLWORK Suite 500 Fax 206.654.2121
: — Seattle, WA 98101
%‘ S I R 000X FABRIC WRAPPED PANEL .. MILLWORK ABOVE United States
———————— =
PLANVIEW 448 [1220mm] S oLASS o DETAIL NUVBER
| NOTE: ACOUSTICAL CEILING AND GRID SHEET NUMBER
10" [254mm] MA 30" [762mm] T DOORFASACLOSER SRR M DESCRIPTION OF $
" [254mm] MAX~ 30" [762mm GRAVEL D N OF SIMILAR OR OPPOSITE
— 1 LATCH APPROACH > ! [ LIGHTWIRE
: XK= 4316 SW OTHELLO STREET
Z . GYPSUM PLASTER Y CEILING HEIGHT CHANGE SYMBOL _ _——— eatoseoEmaLen SEATTLE, WA 98136
N = 54"[1375mm] er\%, A, Tel 206.292.8177
) - — = ,———— LOCATION ON SHEET WHERE ELEVATION IS SHOWN
= i SAANAAA] INSULTATION (LOOSE OR BATT) 1
- & & | | Qx> FINISH CEILING HEIGHT SYMBOL DIRECTION OF ELEVATION
T haw
s % 3 | & INSULATION (RIGID) % GRID STARTPOINT SYMBOL 2 @ SHEET NUMBER WHERE ELEVATION IS SHOWN
g T o >"3 L - — NOTE: CEILING FINISH TAG INTERIOR AND EXTERIOR ELEVATION MARKER
% E é Y = 48" [1220mm] MIN. IF DOOR 7 METAL | OTION SENSOR
& : D <] : gﬁg:gg HALATCHAND A ® REVISION REFERENCE NUMBER
3 : PLASTIC CEILING MOUNTED SPEAKER
REVISION CLOUD DEPICTING AREA REVISED
HINGE APPROACH X CEILING MOUINTED CAMERA
/ . —————>
ELEVATION /// /// // // // % = PLYWOOD + CEILING MOUNTED SPRINKLER HEAD NAVE 2 0OM NAE
— ——k g T T 7 - PRE.CAST PANELS O CEILING MOUNTED SMOKE DETECTOR ROOM NUMBER
| | < i | 247 [610mm] 44IN | X CEILING MOUNTED STROBE LIGHT SHEETNOTE REFERENCE Description
: : E :Ir', "'—L"‘ N Y(Z 48" [1220mm] MIN. IF DOOR SAND OR GROUT =y I@I oo 1| A3A WALL TYPE REFERENCE 11.04.14 PHASE 2 PERMIT/CD SET
| 8 > - - HAS A CLOSER E— ® ® 10 CEILING MOUNTED EXIT SIGNS N FRERATING
l = LATCH APPROACH Lo N STONE RO DOOR REFERENCE NUMBER (REFER TO DOOR SCHEDULE)
o -— -—
l T WOOD (FINISHED ) ® @ @ WAL MOUNTED EXIT SIGNS - PARALLEL @ WINDOW REFERENCE NUMBER (REFER TO WINDOW SCHEDULE)
| I =y
T MILLWORK REFERENCE NUMBER (REFER TO MILLWORK SCHEDULE
10" [254mm)] . [’ - - - >< WOOD (CONTINUOUS MEMBER) ? ? I?I WALL MOUNTED EXIT SIGNS - PERPENDICULAR ( )
PLAN VIEW \ 30" [762mm] © @ I@ @)  ELEVATION DATUM REFERENCE
4'-0" [1220mm] MIN. WOOD (INTERRUPTED MEMBER E DENOTES EXISTING TO REMAIN "
32" [815mm] MIN. Lt « "L,  FLOORELEVATION TRANSITION
R DENOTES EXISTING TO BE RELOCATED MATCH LINE SEE XOUXX MATCH LINE SYMBOL
= | ACCESS DOOR ALIGN
oS INSULATE HOT WATER o ALIGN WITH ESTABLISHED / ADJACENT SURFACES
AR 4'-0" [1220mm] MIN. PIPES AND DRAINTO
g i =.l PREVENT CONTACT LIGHT FIXTURES WALL MOUNTED LIFE SAFETY EQUIPMENT AND DEVICES
— O
/@ Elz ‘é'{"ngngSU'RED . FLORESCENT LIGHT FIXTURE ] FIRE WARDEN STATION SYMBOL
2= MIRROR
| | o8 | FLORESCENT LIGHT FIXTURE / EMERGENCY CIRCUIT N_z:z WALL MOUNTED FIRE ALARM STROBE SYMBOL
U N
PLAN VIEW 36" [915mm] MIN. =% ] EXISTING LIGHT FIXTURE TO BE REMOVED — FIRE ALARM PULL SYMBOL
RS IN SERIE PLAN VIEW T . —_—
DOORS IN SERIES S T _ UNDER CABINET FLORESCENT FIXTURE FEC WALL MOUNTED, FIRE EXTINGUISHER CABINET ,
T g s FLORESCENT STRIP FIXTURE = Seal / Signature
\ = % = E g Fe—e FLORESCENT PENDANT FIXTURE Q WALL MOUNTED FIRE EXTINGUISHER I
! £ £ S HE © RECESSED DOWNLIGHT WALL MOUNTED FIRE HOSE CABINET
1 1 REACH RANGES 2 8 DOOR CLEARANCES 2 B IS SE ° RECESSED ADJUSTABLE DOWNLIGHT =
| SCAE 1= 10" | SCAE  1/4"= 10" ‘ NN B o RECESSED WALL WASHER O WALL MOUNTED FIRE VALVE 10237
. : v 2 o TRACK LIGHTING ' | REGISTERED
2 KNEE CLEARANC":E 8 205 N~ (4 [155mm] MAX. TOE CLEARANCE Y SUREAGE MOUNTED LIGHT FIXTURE = WALL MOUNTED FIRE VALVE CABINET \\\ ARCHITECT
& oxx 4" [100mg] MAX.  CLEAR WIDTHANY AMQUNT 17" [432mm] MIN. DEPTH- ) WALL SCONCE /gﬁgg feats
s 2 % T 2 SIDE ELEVATION ¢ oo ELEVATION INDICATION | uiBis,
Y 2 i 15" [432mm] MIN, Z b —
N = > = $ DIMMER SWITCH
Z N & GLASS SYMBOL
= =Z = r——=—— — — — £
= é E l 30"x48" ‘ § MECHANICAL FIXTURES
E 2 [765mmx1220mm] m >
- BEVELLED CHANGE IN = it = IMIN. CLEAR l, ol A RETURNARR MASONRY COURSING Project Name
= LEVEL S - 5 - | FLOOR SPACE | T ~ .
= ) T ) | X SUPPLY AR Phase Il - Suite 2275
% © '
\ 3 v ~ L= = = = 1 CIRCLLAR DIFFUSER s
ELEVATION ELEVATION 8" [206mm] M~ ey LINEAR DIFFUSER \/_\/\\ WOOD VENEER  Project Number
32.9772.000
PLAN VIEW © BXHAUSTFAN —_—
VERTICAL CHANGE IN LEVEL T soe
SECTION VIEWS NN Scale
9 PROTRUDING OBJECTS2 6 SINK OR VANITY 2 Asindiated
. SO 221 | SCALE:  1/2"= 10"
Description
TYPICAL ACCESSIBLE INFORMATION & SYMBOLS
G 0 0 n 1 1 ] 0 1
© 2014 Gensler
Q:\32.9772.000\BIM\Building Modef\_User Model Files\Sukyee Pang_32.9772.000_BGl Carilion Point.rvt

)



POWER & COMMUNICATIONS (CONT.)

POWER & COMMUNICATIONS (CONT.)

SURFACE FLOOR MOUNTED DEVICES

vl
]
vl
[P
]
©
Y/
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SURFACE FLOOR MOUNTED, SINGLE RECEPTACLE- CONVENIENCE
SURFACE FLOOR MOUNTED, SINGLE RECEPTACLE - DEDICATED
SURFACE FLOOR MOUNTED, SINGLE RECEPTACLE - SEPARATE
SURFACE FLOOR MOUNTED, DUPLEX RECEPTACLE- CONVENIENCE
SURFACE FLOOR MOUNTED, DUPLEX RECEPTACLE - DEDICATED
SURFACE FLOOR MOUNTED, DUPLEX RECEPTACLE - SEPARATE
SURFACE FLOOR MOUNTED, QUADRAPLEX RECEPTACLE- CONVENIENCE
SURFACE FLOOR MOUNTED, QUADRAPLEX RECEPTACLE - DEDICATED

SURFACE FLOOR MOUNTED, QUADRAPLEX RECEPTACLE - HALF DEDICATED

SURFACE FLOOR MOUNTED, COMBINATION DUPLEX & VOICE/DATA RECEPTACLE -
CONVENIENCE

SURFACE FLOOR MOUNTED, COMBINATION DUPLEX & VOICE/DATA RECEPTACLE -
DEDICATED

SURFACE FLOOR MOUNTED, COMBINATION DUPLEX & VOICE/DATA RECEPTACLE -
SEPARATE

SURFACE FLOOR MOUNTED, COMBINATION QUADRAPLEX & VOICE/DATA
RECEPTACLES - CONVENIENCE

SURFACE FLOOR MOUNTED, COMBINATION QUADRAPLEX & VOICE/DATA
RECEPTACLES - DEDICATED

SURFACE FLOOR MOUNTED, COMBINATION QUADRAPLEX & VOICE/DATA
RECEPTACLES - HALF DEDICATED

SURFACE FLOOR MOUNTED, COMBINATION DUPLEX, AUDIO VISUAL AND
VOICE/DATA RECEPTACLES - CONVENIENCE

SURFACE FLOOR MOUNTED, COMBINATION DUPLEX, AUDIO VISUAL AND
VOICE/DATA RECEPTACLES - DEDICATED

SURFACE FLOOR MOUNTED, COMBINATION DUPLEX, AUDIO VISUAL AND
VOICE/DATA RECEPTACLES - SEPARATE

SURFACE FLOOR MOUNTED, COMBINATION QUADRAPLEX, AV & VOICE/DATA
RECEPTACLES - CONVENIENCE

SURFACE FLOOR MOUNTED, COMBINATION QUADRAPLEX, AV & VOICE/DATA
RECEPTACLES - DEDICATED

SURFACE FLOOR MOUNTED, COMBINATION QUADRAPLEX, AV & VOICE/DATA
RECEPTACLES - HALF DEDICATED

SURFACE FLOOR MOUNTED, VOICE/DATA RECEPTACLE

SURFACE FLOOR MOUNTED, DATA RECEPTACLE

SURFACE FLOOR MOUNTED, VOICE RECEPTACLE

SURFACE FLOOR MOUNTED, AV RECEPTACLE

SURFACE FLOOR MOUNTED, SYSTEMS WORKSTATION PANEL POWER INFEED
SURFACE FLOOR MOUNTED, SYSTEMS WORKSTATION PANEL VOICE INFEED
SURFACE FLOOR MOUNTED, CONDUIT STUB UP, AV

SURFACE FLOOR MOUNTED, CONDUIT STUB UP, POWER

SURFACE FLOOR MOUNTED, CONDUIT STUB UP, VOICE/DATA

FLUSH FLOOR MOUNTED, POKE THRU, DEVICES

FLUSH FLOOR MOUNTED, POKE THRU, SINGLE RECEPTACLE - CONVENIENCE
FLUSH FLOOR MOUNTED, POKE THRU, SINGLE RECEPTACLE - DEDICATED
FLUSH FLOOR MOUNTED, POKE THRU, SINGLE RECEPTACLE - SEPARATE
FLUSH FLOOR MOUNTED, POKE THRU, DUPLEX RECEPTACLE - CONVENIENCE
FLUSH FLOOR MOUNTED, POKE THRU, DUPLEX RECEPTACLE - DEDICATED

FLUSH FLOOR MOUNTED, POKE THRU, DUPLEX RECEPTACLE - SEPARATE

FLUSH FLOOR MOUNTED, POKE THRU, QUADRAPLEX RECEPTACLE -
CONVENIENCE

FLUSH FLOOR MOUNTED, POKE THRU, QUADRAPLEX RECEPTACLE - DEDICATED

FLUSH FLOOR MOUNTED, POKE THRU, QUADRAPLEX RECEPTACLE - HALF
DEDICATED

POBeOO®OO

( . ‘D FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX & VOICE/DATA
s RECEPTACLE - CONVENIENCE
(0 ‘D) FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX & VOICE/DATA
RECEPTACLE - DEDICATED
@ @ FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX & VOICE/DATA
RECEPTACLE - SEPARATE
( . ‘7)) FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX &
i VOICE/DATA RECEPTACLES - CONVENIENCE
@@ FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX &
VOICE/DATA RECEPTACLES - DEDICATED
( :;@ FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX &
i VOICE/DATA RECEPTACLES - HALF DEDICATED
(Cﬂ AV ‘7)) FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX, AUDIO VISUAL
- AND VOICE/DATA RECEPTACLES - CONVENIENCE
( DAV ‘7>> FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX, AUDIO VISUAL
AND VOICE/DATA RECEPTACLES - DEDICATED

@ AV @ FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX, AUDIO VISUAL
AND VOICE/DATA RECEPTACLES - SEPARATE

FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX, AV &
VOICE/DATA RECEPTACLES - CONVENIENCE

@ AV ‘D) FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX, AV &
VOICE/DATA RECEPTACLES - DEDICATED
AV

FLUSH FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX, AV &
VOICE/DATA RECEPTACLES - HALF DEDICATED

FLUSH FLOOR MOUNTED, POKE THRU, VOICE/DATA RECEPTACLE

S

FLUSH FLOOR MOUNTED, POKE THRU, DATA RECEPTACLE
FLUSH FLOOR MOUNTED, POKE THRU, VOICE RECEPTACLE

FLUSH FLOOR MOUNTED, POKE THRU, AV RECEPTACLE

FLUSH FLOOR MOUNTED, POKE THRU, SYSTEMS WORKSTATION PANEL POWER
INFEED

FLUSH FLOOR MOUNTED, POKE THRU, SYSTEMS WORKSTATION PANEL VOICE
INFEED

OREWOO

SURFACE FLOOR MOUNTED, POKE THRU DEVICES

SURFACE FLOOR MOUNTED, POKE THRU, SINGLE RECEPTACLE - CONVENIENCE
SURFACE FLOOR MOUNTED, POKE THRU, SINGLE RECEPTACLE - DEDICATED
SURFACE FLOOR MOUNTED, POKE THRU, SINGLE RECEPTACLE - SEPARATE
SURFACE FLOOR MOUNTED, POKE THRU, DUPLEX RECEPTACLE - CONVENIENCE
SURFACE FLOOR MOUNTED, POKE THRU, DUPLEX RECEPTACLE - DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, DUPLEX RECEPTACLE - SEPARATE

SURFACE FLOOR MOUNTED, POKE THRU, QUADRAPLEX RECEPTACLE -
CONVENIENCE

SURFACE FLOOR MOUNTED, POKE THRU, QUADRAPLEX RECEPTACLE -
DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, QUADRAPLEX RECEPTACLE - HALF
DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX & VOICE/DATA
RECEPTACLE - CONVENIENCE

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX & VOICE/DATA
RECEPTACLE - DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX & VOICE/DATA
RECEPTACLE - SEPARATE

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX &
VOICE/DATA RECEPTACLES - CONVENIENCE

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX &
VOICE/DATA RECEPTACLES - DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX &
VOICE/DATA RECEPTACLES - HALF DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX, AUDIO VISUAL
AND VOICE/DATA RECEPTACLES - CONVENIENCE

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX, AUDIO VISUAL
AND VOICE/DATA RECEPTACLES - DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION DUPLEX, AUDIO VISUAL
AND VOICE/DATA RECEPTACLES - SEPARATE

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX, AV &
VOICE/DATA RECEPTACLES - CONVENIENCE

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX, AV &
VOICE/DATA RECEPTACLES - DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, COMBINATION QUADRAPLEX, AV &
VOICE/DATA RECEPTACLES - HALF DEDICATED

SURFACE FLOOR MOUNTED, POKE THRU, VOICE/DATA RECEPTACLE
SURFACE FLOOR MOUNTED, POKE THRU, DATA RECEPTACLE
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SURFACE FLOOR MOUNTED, POKE THRU, VOICE RECEPTACLE

SURFACE FLOOR MOUNTED, POKE THRU, AV RECEPTACLE

SURFACE FLOOR MOUNTED, POKE THRU, SYSTEMS WORKSTATION PANEL

POWER INFEED
SURFACE FLOOR MOUNTED, POKE THRU, SYSTEMS WORKSTATION PANEL

VOICE INFEED
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POWER & COM&UNICATIONS (CONT.)

POWER & COMMUNICATIONS

FLUSH FLOOR MOUNTED DEVICES
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SECURITY DEVICES
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FLUSH FLOOR MOUNTED, SINGLE RECEPTACLE - CONVENIENCE
FLUSH|FLOOR MOUNTED, SINGLE RECEPTACLE - DEDICATED
FLUSH FLOOR MOUNTED, SINGLE RECEPTACLE - SEPARATE
FLUSH|FLOOR MOUNTED, DUPLEX RECEPTACLE - CONVENIENCE

FLUSH|FLOOR MOUNTED, DUPLEX RECEPTACLE - DEDICATED

FLUSH FLOOR MOUNTED, DUPLEX RECEPTACLE - SEPARATE

FLUSH FLOOR MOUNTED, QUADRAPLEX RECEPTACLE - CONVENIENCE
FLUSH FLOOR MOUNTED, QUADRAPLEX RECEPTACLE - DEDICATED

FLUSH FLOOR MOUNTED, QUADRAPLEX RECEPTACLE - HALF DEDICATED

FLUSH FLOOR MOUNTED, COMBINATION DUPLEX & VOICE/DATA RECEPTACLE -
CONVENIENCE

FLUSH FLOOR MOUNTED, COMBINATION DUPLEX & VOICE/DATA RECEPTACLE -
DEDICATED

FLUSH FLOOR MOUNTED, COMBINATION DUPLEX & VOICE/DATA RECEPTACLE -
SEPARATE

FLUSH FLOOR MOUNTED, COMBINATION QUADRAPLEX & VOICE/DATA
RECERTACLES - CONVENIENCE

FLUSH FLOOR MOUNTED, COMBINATION QUADRAPLEX & VOICE/DATA
RECERTACLES - DEDICATED

FLUSH FLOOR MOUNTED, COMBINATION QUADRAPLEX & VOICE/DATA
RECEPTACLES - HALF DEDICATED

FLUSH FLOOR MOUNTED, COMBINATION DUPLEX, AUDIO VISUAL AND
VOICE/DATA RECEPTACLES - CONVENIENCE

FLUSH FLOOR MOUNTED, COMBINATION DUPLEX, AUDIO VISUAL AND
VOICE/DATA RECEPTACLES - DEDICATED

FLUSH FLOOR MOUNTED, COMBINATION DUPLEX, AUDIO VISUAL AND
VOICE/DATA RECEPTACLES - SEPARATE

FLUSH FLOOR MOUNTED, COMBINATION QUADRAPLEX, AV & VOICE/DATA
RECEPTACLES - CONVENIENCE

FLUSH FLOOR MOUNTED, COMBINATION QUADRAPLEX, AV & VOICE/DATA
RECEPTACLES - DEDICATED

FLUSH FLOOR MOUNTED, COMBINATION QUADRAPLEX, AV & VOICE/DATA
RECEPTACLES - HALF DEDICATED

FLUSH FLOOR MOUNTED, VOICE/DATA RECEPTACLE

FLUSH FLOOR MOUNTED, DATA RECEPTACLE

FLUSH FLOOR MOUNTED, VOICE RECEPTACLE

FLUSH FLOOR MOUNTED, SYSTEMS WORKSTATION PANEL POWER INFEED
FLUSH FLOOR MOUNTED, SYSTEMS WORKSTATION PANEL VOICE INFEED

FLUSH FLOOR MOUNTED, AV RECEPTACLE

FLUSH FLOOR MOUNTED, RAISED FLOOR BOX, COMBINATION POWER,
VOICE/DATA

FLUSH FLOOR MOUNTED, RAISED FLOOR BOX, COMBINATION POWER,
VOICE/DATA, AV

FLUSH FLOOR MOUNTED, RAISED FLOOR BOX, AV

CARD READER

CAMERA

ELECTRIC DOOR BELL PUSH
ELECTRIC DOOR BELL

INTERCOM

REMOTE DOOR RELEASE BUTTON
MOTION SENSOR

INTRUSION ALARM

ELECTRIC DOOR HINGE
ELECTRICAL DOOR HOLD OPEN
ELECTRICAL DOOR RELEASE
ELECTRICAL DOOR MONITOR CONTACT
DOUBLE DOOR MONITOR CONTACT
ELEGTRIC LOCKSET

ELECTRIC KEY SWITCH

ELECTRIC STRIKE

MAGNETIC LOCKSET

e
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WALL MOUNTED DEVICES

EQUIPMENT TAG (REFER TO EQUIPMENT SCHEDULE)

WALL MOUNTED FIRE ALARM STROBE

FIRE ALARM PULL

FIRE WARDEN STATION

WALL MOUNTED, SINGLE RECEPTACLE - CONVENIENCE

WALL MOUNTED, SINGLE RECEPTACLE - DEDICATED

WALL MOUNTED, SINGLE RECEPTACLE - SEPARATE

WALL MOUNTED, DUPLEX RECEPTACLE - CONVENIENCE

WALL MOUNTED, DUPLEX RECEPTACLE - DEDICATED

WALL MOUNTED, DUPLEX RECEPTACLE - SEPARATE

WALL MOUNTED, QUADRAPLEX RECEPTACLE - CONVENIENCE
WALL MOUNTED, QUADRAPLEX RECEPTACLE - DEDICATED
WALL MOUNTED, QUADRAPLEX RECEPTACLE - HALF DEDICATED
WALL MOUNTED, VOICE/DATA RECEPTACLE

WALL MOUNTED, DATA RECEPTACLE

WALL MOUNTED, VOICE RECEPTACLE

WALL MOUNTED, THERMOSTAT

WALL MOUNTED, CABLE TV RECEPTACLE

WALL MOUNTED, AV RECEPTACLE

WALL MOUNTED, AV TROUGH

WALL MOUNTED, ELECTRICAL JUNCTION BOX

WALL MOUNTED, VOICE/DATA JUNCTION BOX

WALL MOUNTED, SYSTEMS WORKSTATION PANEL POWER INFEED
WALL MOUNTED, SYSTEMS WORKSTATION PANEL VOICE/DATA INFEED
WALL MOUNTED, CONDUIT STUB-OUT POWER

WALL MOUNTED, CONDUIT STUB-OUT VOICE AND DATA

WALL MOUNTED, CONDUIT STUB-OUT AV

WALL MOUNTED, PLUG MOLD

FURNITURE SYSTEMS MOUNTED DEVICES

FURNITURE SYSTEMS MOUNTED, SINGLE RECEPTACLE - CONVENIENCE
FURNITURE SYSTEMS MOUNTED, SINGLE RECEPTACLE- DEDICATED
FURNITURE SYSTEMS MOUNTED, SINGLE RECEPTACLE - SEPARATE
FURNITURE SYSTEMS MOUNTED, DUPLEX RECEPTACLE - CONVENIENCE
FURNITURE SYSTEMS MOUNTED, DUPLEX RECEPTACLE- DEDICATED
FURNITURE SYSTEMS MOUNTED, DUPLEX RECEPTACLE - SEPARATE
FURNITURE SYSTEMS MOUNTED, QUADRAPLEX RECEPTACLE - CONVENIENCE
FURNITURE SYSTEMS MOUNTED, QUADRAPLEX RECEPTACLE - DEDICATED
FURNITURE SYSTEMS MOUNTED, QUADRAPLEX RECEPTACLE - HALF DEDICATED
FURNITURE SYSTEMS MOUNTED, VOICE/DATA RECEPTACLE

FURNITURE SYSTEMS MOUNTED, DATA RECEPTACLE

FURNITURE SYSTEMS MOUNTED, VOICE RECEPTACLE

FURNITURE SYSTEM ELECTRIC PIGTAIL

FURNITURE MOUNTED, POWER POLE
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EQEQ
~ - STROBE WHERE OCCURS
EQ | EQ TELEPHONE OUTLET
E N MTD HORIZONTALLY
% aolr— Et?g POWER OUTLET
© MTD HORIZONTALLY
% CREDENZA OR COUNTER
- P —
19 LOCATIONS at FREIGHT ELEVATORS 13  LOCATIONSat CREDENZAS or COUNTERS
STROBES OUTLETS
T——— O STROBE WHERE OCCURS I FEQ,
/ FIRE ALARM PULL :
ﬂ_{} FIRE EXTINGUISHER CABINET & THERMOSTAT
R ] &I == LIGHT SWITCHES AND DIMMERS TO BE
2 CLUSTERED AND MOUNTED VERTICALLY
© CREDENZA OR COUNTER
VAR ’ [ v
9() OCATIONSat FIRE EXTINGUISHER CABINET 14  |OCATIONSat CREDENZAS or COUNTERS
STROBES and FIRE ALARM PULLS SWITCHES and THERMOSTATS
Wl 8"
* i STROBE WHERE OCCURS g
_ » SCHED SIGN
? ) T-STAT WHERE OCCURS -
& ¢ 5
|5 o
- VERTICAL REVEAL
VAR 7 & v Va4
94  LOCATIONSat CORNERS with REVEALS 15 LoCATION FOR TYPICAL SIGNS
STROBES and THERMOSTATS
— EXIT SIGN
4 STROBE WHERE OCCURS PROVIDE GROMMET AT QUTLETS
WORK TOP
Bo .
o £ I
o : ufhf
n ) b
POWER AND TELEPHONE
B OUTLET WHERE OCCURS T MOUNT HORIZONTALLY
= ¢
Ay ey e 7 7
29 LOCATION FOR EXIT SIGNS 16 LOCATIONS at WORK SURFACES
(WALL MOUNTED) OUTLETS
f i-/———— POWER OUTLET
&I i i MOUNT VERTICALLY

d 7 d 7

1 7 LOCATIONS at MILLWORK COUNTERS
OUTLETS
POWER AND TELEPHONE
/ ; MOUNT VERTICALLY \

/

\
L/ E @\
‘4 \}; \

ol | B

7 4 4 4 4

1 8 LOCATIONS at MILLWORK COUNTERS
OUTLETS

1 MOUNTING LOCATIONS - GENERAL 2

14" = 10"
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7 LOCATIONS at COLUMNS, BETWEEN DOORS, ETC
OUTLET GROUPS, STROBES and THERMOSTATS

8 LOCATIONS at COLUMNS, BETWEEN DOORS, ETC.
SWITCHES, STROBES and THERMOSTATS

<)

9 LOCATIONS at COLUMNS, BETWEEN DOORS, ET
OUTLETS, STROBES and FIRE ALARM PULLS

0 LOCATIONS at CORNERS
OUTLETS

.
<7

6-8"

3-6"

1!_6"

1 LOCATIONS at CORNERS
SWITCHES, OUTLETS, STROBES and THERMOSTATS

6'- 8" MAX,

3-6
.
1> \-—J

1'-6"

1 2 LOCATIONS at CORNERS
OUTLETS, STROBES and THERMOSTATS

STROBE WHERE OCCURS

T-STAT WHERE OCCURS

— POWER AND TELEPHONE

CLUSTER VERTICALLY MTD

CENTERED ON COLUMN

STROBE WHERE OCCURS

SWITCHES AND DIMMERS

—— T-STAT WHERE OCCURS

POWER OUTLET
WHERE OCCURS

STROBE WHERE OCCURS

FIRE ALARM PULL

—— POWER OUTLET

WHERE OCCURS

T-STAT WHERE OCCURS

ADDITIONAL OUTLET
WHERE OCCURS

STROBE WHERE OCCURS

GANG UNDER ONE PLATE

—— T-STAT WHERE OCCURS

OUTLET WHERE OCCURS

STROBE WHERE OCCURS

T OTAT\AICDE f\f‘f"URS

—— POWER OUTLET OR

TELEPHONE OUTLET
WHERE OCCURS

—— SWITCH(ES) OR DIMMER(S)

1% |l

Cascade

E Investment, LLC

N -4 STROBE WHERE OCCURS
¢ SWITCH(ES) OR DIMMER(S) %)r?do C:rwci\nglz?)gl;,
DOOR GANG UNDER ONE PLATE an
“I!ll ELI
g ———— T.STAT WHERE OCCURS

i OUTLET WHERE OCCURS

LOCATIONS at DOOR JAMBS
SWITCH and THERMOSTAT
B Gensler
N (114 STROBE WHERE OCCURS ‘
\ 1200 Sixth Avenue Tel 206.654.2100
QL SW|TCH(ES) OR D|MMER(S) Suite 500 Fax 206.654.2121
DOOR GANG UNDER ONE PLATE Seattle, WA 98101
e United States
- U—— WALL HUNG
TELEPHONE
" OUTLET WHERE OCCURS
LIGHTWIRE
LOCATIONS at DOOR JAMBS ‘éﬁﬁ‘&o\m@l&'ﬁ gTREET
SWITCH and TELEPHONE Tel 206.292.8177

STROBE WHERE OCCURS

CARD READER, EGRESS BUTTON
OR FIRE ALARM PULL

T-STAT WHERE OCCURS

B« QUTLET WHERE OCCURS

Description

LOCATIONS at DOOR JAMBS B I i et P
CARD READER, EGRESS BUTTON o 11.04.14 PHASE 2 PERMIT/CD SET
FIRE ALARM PULL
ik
~ i STROBE WHERE OCCURS
¢
: DOOR
% B T-STAT WHERE OCCURS
©
Be—————— OUTLET WHERE OCCURS

LOCATIONS at DOOR JAMBS
THERMOSTAT, STROBE or OUTLET

DOOR IN OPEN POSITION

~—1t STROBE WHERE OCCURS

Seal / Signature

g T-STAT WHERE OCCURS
© % SWITCHES & DIMMERS
- |
‘°237\ REGISTERED
> 7 \\, ARCHITEGT
LOCATIONS at OPEN DOORS

SWITCHES, STROBES and THERMOSTATS STATE OF WASHINGTON

STROBE WHERE OCCURS

Project Name
Phase ii - Suite 2275

T-STAT WHERE OCCURS
—
POWER OUTLET OR
AV CLUSTER UNIT Project Numberr
WHERE OCCURS 22.9772.000

Scale
=

LOCATIONS at COLUMNS, BETWEEN DOORS, ETC.
OUTLETS, STROBES and THERMOSTATS

Description
' MOUNTING LOCATIONS
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© 2014 Gensler




5

ABBREVIATIONS
A H HORIZ HORIZONTAL
A ACCES ACCESSORY H HVAC HEATING, VENTILATING, U UNDRLY UNDERLAYMENT
A ACOUS ACOUSTIC(AL) AND AIR CONDITIONING U UNO UNLESS NOTED
A AFF ABOVE FINISHED OTHERWISE
FLOOR ] U UTIL UTILITY
A AL ALUMINUM | INFILTR INFILTRATION
A ALT ALTERNATE | INFO INFORMATION
A ANNUNC ANNUNCIATOR | INSTRUM INSTRUMENT(ATION) Vv VEH VEHICLE
A ANOD ANODIZED | INSUL INSULATION v VERT VERTICLE
A APPL APPLIANCE | INT INTERIOR Vv VIF VERIFY IN FIELD
A AUTO AUTOMATIC | INTLK INTERLOCK(ING)
A AVG AVERAGE
J w w/ WITH
B J JAN JANITOR w WIO WITHOUT
B BD BOARD W WC WATER CLOSET
B BLDG BUILDING K w WD WOO0D
B BLKG BLOCKING K KIT KITCHEN W WDwW WINDOW
B BOLLD BOLLARD w WT WEIGHT
B BRDLM BROADLOOM L W WTRPRF WATERPROOFING
B BU BUILT UP L LAV LAVATORY
L LB POUND
C L LL LEASE LINE
C CAB CABINET L LOUVER LOUVER
C CEM CEMENT(ITIOUS) L LT LIGHT
C CER CERAMIC L LVLG LEVELING
C CLG CEILING
C CMU CONCRETE MASONRY M D I SAB LE D ACC ESS N OTES
UNIT M MAX MAXIMUM
C COATG COATING M MECH MECHANICAL
g 28;55 ggmiﬁ M MEMB MEMBRANE 1. INBUILDINGS AND FACILITIES, FLOORS OF A GIVEN STORY SHALL BE A COMMON LEVEL
M MET METAL THROUGHOUT, OR SHALL BE CONNECTED BY PEDESTRIAN RAMPS, PASSENGER
C CONSTR CONSTRUCTION M MEZZ MEZZANINE ELEVATORS OR SPECIAL ACCESS LIFTS.
C CONT CONTINUOUS(ATION) M MFD MANUFACTURED
C CONTR CONTRACT(OR) M MFR MANUFACTURER 2. FLOOR SURFACES SHALL BE SLIP-RESISTANT.
c cov COVER M MIN MINIMUM
c CPT CARPET M MISC MISCELLANEOUS 3. EVERY CORRIDOR AND AISLE SERVING AN OCCUPANT LOAD OF 10 OR MORE SHALL BE
M MLWK MILLWORK NOT LESS THAN 44" IN WIDTH.
D M MOIST MOISTURE
D DBL DOUBLE M MOT MOTOR(ZED) 4, ABRUPT CHANGES IN LEVEL ALONG ANY ACCESSIBLE ROUTE SHALL NOT EXCEED 1/2" IN
D DEPT DEPARTMENT M MTD MOUNTED HEIGHT. LEVEL CHANGES NOT EXCEEDING 1/4" MAY BE VERTICAL. BEVEL OTHERS
D DES DESIGN(ED) WITH A SLOPE NO GREATER THAN 1:2
D DET DETAIL N
D DF DRINKING FOUNTAIN N NIC NOT IN CONTRACT 5. LATCHING AND LOCKING DOORS THAT ARE HAND ACTIVATED AND WHICH ARE IN A
D DIA DIAMETER N NO NUMBER PATH OF TRAVEL SHALL BE OPERABLE WITH A SINGLE EFFORT BY LEVER TYPE
5 DIFF DIFFUSER N NTS NOT TO SCALE HARDWARE, PANIC BARS, PUSH-PULL ACTIVATING BARS, OR OTHER HARDWARE
b DIM DIMENSION DESIGNED TO PROVIDE PASSAGE WITHOUT REQUIRING THE ABILITY TO GRASP THE
D DISP DISPENSER OPENING HARDWARE. MOUNT DOOR OPENING HARDWARE BETWEEN 30" AND 44"
° ABOVE FLOOR FINISH
D DIV DIVISION 0 occ OCCUPANT :
b DN DOWN 0 OPNe OPENING(S) 6.  CENTER HAND ACTIVATED DOOR OPENING HARDWARE BETWEEN 30" AND 44" ABOVE
D DR DOOR 0 OPR OPERABLE THE FLOOR
D DSCON DISCONNECT 0 ORNA ORNAMENTAL )
b DWR DRAWER 0 OW OVERFLOW 7. MAXIMUM PULL OR PUSH EFFORT TO OPERATE DOORS SHALL NOT EXCEED 8.5 POUNDS
0 OVHD OVERHEAD FOR EXTERIOR DOORS AND 5 POUNDS FOR INTERIOR DOORS, MEASURED AT RIGHT
E ANGLES TO HINGED DOORS AND AT CENTER PLANE OF SLIDING OR FOLDING DOORS.
E EAS ELASTOMERIC P CORRESPONDING DEVICES OR AUTOMATIC DOOR OPERATORS MAY BE UTILIZED TO
E EEC ELECTRICAL P PED PARTICLE BOARD MEET THE ABOVE STANDARDS. MAXIMUM EFFORT TO OPERATE REQUIRED FIRE DOORS
E EMBED EMBEDD(ED)(NG) P PEDTR PEDESTRIAN MAY BE INCREASED NOT TO EXCEED 15 POUNDS.
E ENGR ENGINEER(ED) P PLAM PLASTIC LAMINATE
E ENTR ENTRANCE P PLAS PLASTER 8. THEBOTTOM 10" OF ALL DOORS (EXCEPT SLIDING AND AUTOMATIC) SHALL HAVE A
E EQ EQUAL P PLSTC PLASTIC SMOOTH UNINTERRUPTED SURFACE TO ALLOW THE DOOR TO BE OPENED BY A
E EQUIP EQUIPMENT P PLYWD PLYWOOD WHEELCHAIR FOOTREST WITHOUT CREATING A TRAP OR HAZARDOUS CONDITION.
E EXIST EXISTING P PNL PANEL PROVIDE A 10" HIGH SMOOTH PANEL ON THE PUSH SIDE OF NARROW FRAME DOORS.
E EXPJT EXPANSION JOINT P POLYST POLYSTYRENE
E EXPS EXPOSE(D) p PORT PORTABLE 9.  EVERY REQUIRED ENTRANCE OR PASSAGE DOORWAY SHALL BE NOT LESS THAN 3' IN
E EXT EXTERIOR P PREFAB PREFABRICATED WIDTH AND NOT LESS THAN 6-8" IN HEIGHT. DOORS SHALL BE CAPABLE OF OPENING
p BREFIN PREFINISHED AT LEAST 90 DEGREES AND SHALL BE SO MOUNTED THAT THE CLEAR WIDTH OF THE
F p PRTECN PROTECTION DOORWAY IS NOT LESS THAN 32"
F FAB FABRICATION
© m FLOOR DRAIN PPN PARTITION 10.  WHERE A PAIR OF DOORS IS UTILIZED, AT LEAST ONE OF THE DOORS SHALL PROVIDE A
F FE FIRE EXTINGUISHER R CLEAR, UNOBSTRUCTED OPENING WIDTH OF 32" WITH THE LEAF POSITIONED AT AN
F FESC FRE EXTNGUSHER " FOR READER ANGLE OF 90 DEGREES FROM ITS CLOSED POSITION.
ABINET
F R FIRE HOSE CABINET A e 1. IDENTIFY ACCESSIBLE ENTRANCES WITH AT LEAST ONE STANDARD SIGN AND WITH
F FIN FINISH ADDITIONAL DIRECTIONAL SIGNS, AS REQUIRED, VISIBLE FROM APPROACHING
R REF REFER(ENCE) PEDESTRIAN WAYS
F FLDG FOLDING R RERL REFLECTED '
T e ) CNER R REFR REFRIGERATOR 12, THE FLOOR OR LANDING ON EACH SIDE OF AN ENTRANCE OR PASSAGE DOOR SHALL
INSTALLED BY R REQD REQUIRED BE LEVEL AND CLEAR. THE LEVEL AND CLEAR AREA SHALL HAVE A LENGTH IN THE
CONTRACTOR R RESIS RESIST(ANT)(IVE) DIRECTION OF DOOR SWING OF AT LEAST 60" AND THE LENGTH OPPOSITE THE
. Folo FURNISHED BY OWNER R RFG ROOFING DIRECTION OF DOOR SWING OF 44" AS MEASURED AT RIGHT ANGLES TO THE PLANE OF
INSTALLED BY OWNER R RM ROOM THE DOOR IN ITS CLOSED POSITION.
F FPLC FIREPLACE R RO ROUGH OPENING
F R FIRE RAT(NG)(ED) 13.  FLOORS OR LANDINGS SHALL BE NOT MORE THAN 1/2" LOWER THAN THE THRESHOLD
£ ERMG FRAMING S OF THE DOORWAY. CHANGE IN LEVEL BETWEEN 1/4" AND 1/2" SHALL BE BEVELED WITH
F FURN FURNITURE S SCR SCRIBE A SLOPE NO GREATER THAN 1:2.
F FWC FABRIC WALL S SECUR SECURITY
COVERING S SF SQUARE FEET 14, TOALERT THE VISUALLY IMPAIRED, MARK THE UPPER APPROACH AND THE LOWER
. XD FIXED S SGL SINGLE TREAD OF EACH INTERIOR STAIR WITH A STRIP OF CLEARLY CONTRASTING COLOR AT
F EXTR FIXTURE S SHORG SHORING LEAST 2" WIDE, PLACED PARALLEL TO AND NOT MORE THAN 1" FROM THE NOSE OF THE
S SiM SIMILAR STEP OR LANDING. THE STRIP SHALL BE OF A MATERIAL THAT IS AT LEAST AS SLIP
5 s SST STAINLESS STEEL RESISTANT AS THE OTHER TREADS OF THE STAIR.
S o BER s oP i 5. CENTER ELECTRICAL RECEPTACLE OUTLETS NOT LESS THAN 15" ABOVE THE FLOOR OR
WORKING PLATFORM.
E(E)ngOQg?EED S STRFR STOREFRONT
& GG GLASS FIBER 2 g;‘;g“ :E';‘;ﬁg:m 16.  ENTRY TO SANITARY FACILITIES:
REINFORCED GYPSUM . popld S USPENDED 16.1. A. 44" CLEAR AISLES OR CORRIDORS WHERE OCCUPANT LOAD IS 10 OR MORE.
e GFRP GLASS FIBER 16.2. ONAPPROACH SIDE, PROVIDE A 60" CLEAR LEVEL SPACE WHEN DOOR SWINGS
REINFORCED PLASTER S 8Y8 SYSTEM(S) TOWARD APPROACH AND 44" SPACE WHEN DOOR SWINGS AWAY FROM
G GL GLASS APPROACH.
G GR GRAD(E)(ING) T
G GYP GYPSUM T Te6 TONGUE AND GROOVE 17.  FAUCET CONTROLS AND OPERATING MECHANISMS SHALL BE OPERABLE WITH ONE
T THK THICK HAND AND SHALL NOT REQUIRE TIGHT GRASPING, PINCHING OR TWISTING OF THE
" T Tt TOILET WRIST. THE FORCE REQUIRED TO ACTIVATE CONTROLS SHALL BE NO GREATER THAN 5
' ‘D HEAD T TRAF TRAFFIC P OUNDS.LEVER OPERATED, PUSH TYPE AND ELECTRONICALLY CONTROLLED
H HDWD HARDWOOD T TRANS TRANSPARENT MECHANISMS ARE EXAMPLES OF ACCEPTABLE DESIGNS. SELF CLOSING ARE ALLOWED
H HOWE HARDWARE T TRTD TREATED IF THE FAUCET REMAINS OPEN FOR AT LEAST 10 SECONDS.
H HM HOLLOW METAL T P TYPCIAL
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POWER & COMMUNICATION NOTES

1. PRIOR TO CORING SLAB, REVIEW LOCATIONS WITH ARCHITECT AND STRUCTURAL
ENGINEER AND COORDINATE LOCATIONS WITH LANDLORD.

2. COORDINATE INSTALLATION OF TELECOMMUNICATIONS, DATA AND SECURITY SYSTEMS.

3. VERIFY EQUIPMENT SPECIFICATIONS, POWER AND INSTALLATION REQUIREMENTS WITH
MANUFACTURER TO ENSURE PROPER FIT AND FUNCTION.

4. VERIFY MOUNTING REQUIREMENTS OF ELECTRICAL, TELEPHONE AND OTHER
EQUIPMENT.

5. GANG ADJACENT LIGHT SWITCHES AND COVER WITH A SINGLE PLATE.
6. PROVIDE LIGHT SWITCHING IN CONFORMANCE WITH LOCAL CODES.

1. MOUNT STANDARD WALL OUTLETS, SWITCHES AND THERMOSTATS AT HEIGHTS
REQUIRED BY LOCAL CODES AND ADA GUIDELINES, UNLESS OTHERWISE NOTED. WHEN
THERMOSTATS AND LIGHT SWITCH OCCUR TOGETHER, INSTALL BOTH ALIGNED
HORIZONTALLY WITH CENTER LINE AT +3'-2" ABOVE FINISHED FLOOR.

8. INDICATED DIMENSIONS ARE TO THE CENTER LINE OF OUTLET OR SWITCH, OR CLUSTER
OF OUTLETS OR SWITCHES, UNLESS OTHERWISE NOTED.

9. INSTALL OUTLETS ON OPPOSITE SIDES OF PARTITIONS IN SEPARATE STUD CAVITIES. DO
NOT INSTALL BACK-TO-BACK.

10.  PROVIDE MATCHING COVER PLATES, RECEPTACLES AND RELATED ITEMS. PROVIDE
ONE-PIECE TYPE GANG COVER PLATES, UNLESS OTHERWISE NOTED.

11.  IDENTIFY DEDICATED OR ISOLATED GROUND ELECTRICAL OUTLETS WITH A RED DOT.

12.  ENSURE SURFACES TO RECEIVE FINISHES ARE CLEAN, TRUE, AND FREE OF
IRREGULARITIES EXCEPT AT FLOORS. DUE TO THE EXISTING FLOORING DEFLECTIONS,
THE FLOORING MAY NOT BE TRUE|AND FREE OF IRREGULARITIES. DO NOT PROCEED
WITH WORK UNTIL UNSATISFACTORY CONDITIONS HAVE BEEN CORRECTED.

13.  REPAIR EXISTING SURFACES TO REMAIN AS REQUIRED FOR APPLICATION OF NEW
FINISHES.

14.  PROVIDE STRAIGHT, FLUSH RESILIENT BASE AT CARPETED AREAS, AND COVED, TOP
SET RESILIENT BASE AT RESILIENT FLOORING, UNLESS OTHERWISE NOTED.

FIRE DEPARTMENT NOTES

1. PROVIDE A PORTABLE FIRE EXTINGUISHER WITH A RATING OF NOT LESS THAN 2-A
WITHIN 75 FOOT TRAVEL DISTANCE TO ALL PORTIONS OF THE BUILDING ON EACH
FLOOR, AND ADDITIONAL EXTINGUISHERS AS REQUIRED BY FIRE DEPARTMENT FIELD
INSPECTOR OR BUILDING DEPARTMENT INSPECTOR.

2. PROVIDE EXIT SIGN WITH 6" LETTERS OVER REQUIRED EXITS, WHERE SHOWN ON
DRAWINGS, AND ADDITIONAL SIGNS AS REQUIRED BY BUILDING DEPARTMENT
INSPECTOR OR FIRE DEPARTMENT FIELD INSPECTOR. CONNECT EXIT SIGNS TO
EMERGENCY POWER CIRCUITS. COMPLY WITH BUILDING CODES.

3. PROVIDE EMERGENCY LIGHTING OF ONE FOOT-CANDLE AT FLOOR LEVEL. COMPLY
WITH BUILDING CODES.

4, MAINTAIN AISLES AT LEAST 44" WIDE AT PUBLIC AREAS.

5. EVERY EXIT DOOR SHALL BE OPERABLE FROM THE INSIDE WITHOUT THE USE OF A
KEY OR ANY SPECIAL KNOWLEDGE OR EFFORT. SPECIAL LOCKING DEVICES SHALL BE
OF AN APPROVED TYPE. ALL NEW DOORS SHALL HAVE APPROVED LEVER HANDLES.

6. DOORS OPENING INTO REQUIRED|1-HOUR, FIRE-RESISTIVE CORRIDORS SHALL BE
PROTECTED WITH A SMOKE OR DRAFT STOP ASSEMBLY HAVING A 20-MINUTE RATING
AND SHALL BE SELF-CLOSING.

7. 20-MINUTE DOOR JAMBS TO BE TIGHT-FITTING, SMOKE AND DRAFT CONTROLLED.

8. EXIT DOORS SHALL SWING IN THE DIRECTION OF TRAVEL WHEN SERVING 50 OR  MORE
PERSONS AND IN ANY HAZARDOUS AREA.

9. INTERIOR WALL AND CEILING FINISHES FOR EXIT CORRIDOR SHALL NOT EXCEED AN
END POINT FLAME SPREAD RATING: A. CLASS |, FLAME SPREAD 0-25, SMOKE DENSITY
150, FOR MATERIALS INSTALLED IN VERTICAL EXITS. B. CLASS |I, FLAME SPREAD 26-75,
SMOKE DENSITY 300, FOR MATERIALS INSTALLED IN HORIZONTAL EXITS. C. CLASS Iii,
FLAME SPREAD 76-200, SMOKE DENSITY 450, FOR MATERIALS INSTALLED IN ANY OTHER
LOCATION.

10.  DECORATIONS (CURTAINS, DRAPES, SHADES, HANGINGS, ETC.) SHALL BE NON-
COMBUSTIBLE OR BE FLAMEPROOFED IN AN APPROVED MANNER.

11.  PROVIDE FIRE DAMPERS OR DOORS WHERE AIR DUCTS PENETRATE FIRE-RATED
WALLS OR CEILINGS.

12.  STORAGE, DISPENSING OR USE OF ANY FLAMMABLE OR COMBUSTIBLE LIQUIDS,
FLAMMABLE GAS AND HAZARDOUS SUBSTANCES SHALL COMPLY WITH UNIFORM FIRE
CODE REGULATIONS.

13.  WOOD BLOCKING SHALL BE FIRE TREATED IN ACCORDANCE WITH APPLICABLE CODE
REQUIREMENTS.

14.  EXTEND OR MODIFY EXISTING FIRE/LIFE SAFETY SYSTEM AS REQUIRED TO PROVIDE AN
APPROVED FIRE/ LIFE SAFETY SYSTEM. SUBMIT PLANS TO FIRE DEPARTMENT WITH
COMPLETE DESCRIPTION OF SEQUENCE OF OPERATION, AND OBTAIN APPROVAL PRIOR
TO INSTALLATION.

15.  LOCATE THE CENTER OF FIRE ALARM INITIATING DEVICES 48" ABOVE THE LEVEL OF
THE FLOOR, WORKING PLATFORM, GROUND SURFACE OR SIDEWALK.

16.  EMERGENCY WARNING SYSTEMS SHALL ACTIVATE A MEANS OF WARNING THE HEARING
IMPAIRED. FLASHING VISUAL WARNING SHALL HAVE A FREQUENCY OF NOT MORE
THAN 60 FLASHES PER MINUTE.

17.  EXTEND OR MODIFY EXISTING AUTOMATIC FIRE EXTINGUISHING SYSTEM AS REQUIRED
TO PROVIDE AN APPROVED AUTOMATIC FIRE EXTINGUISHING SYSTEM. SUBMIT PLANS
TO FIRE DEPARTMENT AND OBTAIN APPROVAL PRIOR TO INSTALLATION.

18.  AUTOMATIC SPRINKLER SYSTEMS SHALL BE SUPERVISED BY AN APPROVED CENTRAL,
PROPRIETARY OR REMOTE STATION SERVICE OR A LOCAL ALARM WHICH WILL GIVE AN
AUDIBLE SIGNAL AT A CONSTANTLY ATTENDED LOCATION.
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GENERAL NOTES

COMPLY WITH CODES, LAWS, ORDINANCES, RULES, AND REGULATIONS OF PUBLIC
AUTHORITIES GOVERNING THE WORK.

OBTAIN AND PAY FOR PERMITS AND INSPECTIONS REQUIRED BY PUBLIC AUTHORITIES
GOVERNING FOR THE SCOPE OF WORK CONTRACTED.

REVIEW DOCUMENTS, VERIFY DIMENSIONS AND FIELD CONDITIONS AND CONFIRM THAT
WORK IS BUILDABLE AS SHOWN. REPORT ANY CONFLICTS OR OMISSIONS TO THEARCHITECT
FOR CLARIFICATION PRIOR TO PERFORMING ANY WORK IN QUESTION.

SUBMIT REQUESTS FOR SUBSTITUTIONS, REVISIONS, OR CHANGES TO ARCHITECT FOR
REVIEW PRIOR TO PURCHASE, FABRICATION OR INSTALLATION.

COORDINATE WORK WITH THE OWNER, INCLUDING SCHEDULING TIME AND LOCATIONS
FOR DELIVERIES, BUILDING ACCESS, USE OF BUILDING SERVICES AND FACILITIES, AND
USE OF ELEVATORS. MINIMIZE DISTURBANCE OF BUILDING FUNCTIONS AND
OCCUPANTS.

OWNER WILL PROVIDE WORK NOTED "BY OTHERS" OR "NIC" UNDER SEPARATE

CONTRACT. INCLUDE SCHEDULE REQUIREMENTS IN CONSTRUCTION PROGRESS SCHEDULE
AND COORDINATE TO ASSURE ORDERLY SEQUENCE OF INSTALLATION.

COORDINATE TELECOMMUNICATIONS, DATA AND SECURITY SYSTEM INSTALLATIONS.

MAINTAIN EXITS, EXIT LIGHTING, FIRE PROTECTIVE DEVICES, AND ALARMS IN
CONFORMANCE WITH CODES AND ORDINANCES.

PROTECT AREA OF WORK AND ADJACENT AREAS FROM DAMAGE.

MAINTAIN WORK AREAS SECURE AND LOCKABLE DURING CONSTRUCTION.COORDINATE
WITH TENANT AND LANDLORD TO ENSURE SECURITY.

DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS GOVERN. IN CASE OF CONFLICT,
CONSULT THE ARCHITECT.

PARTITIONS ARE DIMENSIONED FROM FINISH FACE TO FINISH FACE, UNLESS
OTHERWISE NOTED. MAINTAIN DIMENSIONS MARKED "CLEAR". ALLOW FOR THICKNESS OF
FINISHES.

COORDINATE AND PROVIDE BACKING FOR MILLWORK AND ITEMS ATTACHED OR MOUNTED
TO WALLS OR CEILINGS.

WHERE EXISTING ACCESS PANELS CONFLICT WITH CONSTRUCTION, RELOCATE PANELS TO
ALIGN WITH AND FIT WITHIN NEW CONSTRUCTION.

UNDERCUT DOORS TO CLEAR TOP OF FLOOR FINISHES BY 1/4 INCH, UNLESS OTHERWISE
NOTED. ADVISE ARCHITECTS WHERE CONDITIONS REQUIRES MORE THAN1/4".

REFLECTED CEILING NOTES

DESIGN SUSPENDED CEILING FRAMING SYSTEMS TO RESIST A LATERAL FORCE OF 20%
OF THE WEIGHT OF THE CEILING ASSEMBLY AND ANY LOADS TRIBUTARY TO THE
SYSTEM. USE A MINIMUM CEILING WEIGHT OF 5 POUNDS PER SQUARE FOOT TO
DETERMINE THE LATERAL FORCE.

WHERE CEILING LOADS DO NOT EXCEED 5 POUNDS PER SQUARE FOOT AND WHERE
PARTITIONS ARE NOT CONNECTED TO THE CEILING SYSTEM, THE FOLLOWING BRACING
METHODS MAY BE EMPLOYED:

PROVIDE LATERAL SUPPORT BY FOUR WIRES OF MINIMUM NO. 12 GAUGE SPLAYED IN
FOUR DIRECTIONS 90 DEGREES APART, AND CONNECTED TO THE MAIN RUNNER WITHIN
2" OF THE CROSS RUNNER AND TO THE STRUCTURE ABOVE AT AN ANGLE NOT
EXCEEDING 45 DEGREES FROM THE PLANE OF THE CEILING. PROVIDE THESE LATERAL
SUPPORT POINTS 12 FEET ON CENTER IN EACH DIRECTION, WITH THE FIRST POINT
WITHIN 4' FROM EACH WALL.

ALLOW FOR LATERAL MOVEMENT OF THE SYSTEM. ATTACH MAIN RUNNERS AND
CROSS RUNNERS AT TWO ADJACENT WALLS; MAINTAIN CLEARANCE BETWEEN THE
WALL AND THE RUNNERS AT THE OTHER TWO WALLS.

PROVIDE VERTICAL SUPPORT AS REQUIRED IN BUILDING CODES. IN ADDITION,
VERTICALLY SUPPORT ENDS OF RUNNERS WITHIN 8" OF DISCONTINUITIES SUCH AS MAY
OCCUR WHERE THE CEILING IS INTERRUPTED BY A WALL.

SUPPORT LIGHT FIXTURES AND AIR DIFFUSERS DIRECTLY BY WIRES TO THE STRUCTURE
ABOVE.

LOCATE REGISTERS AND LIGHTING FIXTURES WITHIN GRID LINES. CENTER SPRINKLER
HEADS, SPEAKERS, RECESSED FIXTURES, AND SIMILAR CEILING ELEMENTS IN
ACOUSTICAL UNITS, UNLESS OTHERWISE NOTED.

FINISH HVAC DIFFUSERS, DRAPERY POCKETS, AND SPEAKER GRILLES TO MATCH
ADJACENT FINISH, UNLESS OTHERWISE NOTED.

DEMOLITION NOTES

COMPLY WITH APPLICABLE LOCAL, STATE AND FEDERAL CODES AND REGULATIONS
PERTAINING TO SAFETY OF PERSONS, PROPERTY AND ENVIRONMENTAL PROTECTION.

PROVIDE AND MAINTAIN BARRICADES, LIGHTING, AND GUARDRAILS AS REQUIRED BY
APPLICABLE CODES AND REGULATIONS TO PROTECT OCCUPANTS OF BUILDING AND
WORKERS.

ERECT AND MAINTAIN DUSTPROOF PARTITIONS AS REQUIRED TO PREVENT SPREAD OF
DUST, FUMES, AND SMOKE, ETC. TO OTHER PARTS OF THE BUILDING. ON COMPLETION,
REMOVE PARTITIONS AND REPAIR DAMAGED SURFACES TO MATCH ADJACENT SURFACES.

IF DEMOLITION IS PERFORMED IN EXCESS OF THAT REQUIRED, RESTORE EFFECTED
AREAS AT NO COST TO THE OWNER.

REMOVE FROM SITE DAILY AND LEGALLY DISPOSE OF REFUSE, DEBRIS, RUBBISH, AND
OTHER MATERIALS RESULTING FROM DEMOLITION OPERATIONS.

REMOVE DESIGNATED PARTITIONS, COMPONENTS, BUILDING EQUIPMENT, AND FIXTURES
AS REQUIRED FOR NEW WORK.

REMOVE ABANDONED HVAC EQUIPMENT, INCLUDING DUCT WORK.

REMOVE ABANDONED ELECTRICAL, TELEPHONE AND DATA CABLING AND DEVICES,
UNLESS OTHERWISE NOTED.

REMOVE EXISTING FLOOR FINISHES AND PREPARE SUBFLOOR AS REQUIRED FOR NEW
FLOOR FINISHES.

PROTECT DUCT OPENING AND MECHANICAL EQUIPMENT TO REMAIN DURING
CONSTRUCTION.
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1 LIFE SAFETY/EGRESS PLAN - LEVEL 02 - PHASE Il

SCALE: 3/32"=10"

LEGEND

71 1l

BUILDING EGRESS

SUITE EGRESS

AREA NOT IN SCOPE

BUSINESS AREA

~ EGRESS PATH

EXIT EGRSS LOAD

FIRE EXTINGUISHER CABINET W/ 2A
FEC |  10BC(MIN SIZE) FIRE
EXTINGUISHER 75' MAX TRAVEL
DISTANCE FROM ALL AREAS OF SUITE

ASSEMBLY WITHOUT FIXED SEATS
(UNCONCENTRATED)

Q:32.9772.000\BIM\Building Model\_User Mode! Files\Sukyee Pang_32.9772.000_BGI Carillon Point.rvt

B2H

(E) EXIT

CODE INFORMATION
OCCUPANCY COUNTS

AREA OF WORK: 1916 SF

OCCUPANCY GROUP: B

OCCUPANCY CALCULATIONS: (PER TABLE 1004.1.2 MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT)

GENERAL NOTES Cascade
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(E) EXIT
B2X

- EXIT ACCESS TRAVEL DISTANCE = 66'-2"
PER IBC TABLE 1016.1, FOR GROUP B FULLY SPRINKLER BUILDING, NOT TO EXCEED 300'

- DEAD END CORRIDOR = NONE
PER IBC 1018.4 EXCEPTION #2 FOR GROUP B FULLY SPRINKLER BUILDING, NOT TO EXCEED 50'

. PROVIDE EXIT SIGN (SEE ELEC. DWG FOR

. STORAGE, DISPENSING OR USE OF ANY FLAMMABLE

. LOCATE THE TOP-MOST OPERABLE PORTION OF FIRE

. EVERY EXIT DOOR SHALL BE OPERABLE FROMTHE ~ /\ | Date

EGRESS REQUIREMENTS:

FLOOR FUNCTION OF SPACE sQ. FT. FLOORAREAINSQ| OCCUPANTS/ | TOTAL
FTJ OCCUPANT SPACE OCCUPANTS
2ND FLOOR - SUITE 2275|  OFFICE 1628 100 17
PROJECT WORK ROOM 288 15 20
(#283)
W
37

EXIT

FLOOR (aseD N TaBLE 1) EXIT WIDTH/DOOR | EGRESSWIDTHW/ | OCCUPANT | COMPARISON | COMPLIANCE
REQUIRED | PROVIDED zoumssommy | oo

2ND FLOOR- 1 1 2 72/.15= 480

SUITE 2275 (DOOR #01-EXISTING) | 19 (N'OCCUPANT) | o0 poor | 37<4%0 oK

SYMBOLS AND ABBREVIATIONS APPLICABLE TO THIS
PLAN.

Investment, LLC

2000 Carillon Point,
Kirkland WA 98033

. RE: GO0 SHEET FOR OCCUPANCY COUNTS AND

EGRESS REQUIREMENTS

SPECIFICATION) WITH 6" LETTERS OVER REQUIRED
EXITS, WHERE SHOWN ON DRAWINGS AND AS
REQUIRED BY APPLICABLE CODES, AND ADDITIONAL
SIGNS AS REQUIRED BY BUILDING DEPARTMENT
INSPECTOR OR FIRE DEPARTMENT FIELD INSPECTOR.
CONNECT EXIT SIGNS TO EMERGENCY POWER
CIRCUITS AS REQUIRED. COMPLY WITH ALL
APPLICABLE CODES AND REGULATIONS.

. PROVIDE A PORTABLE FIRE EXTINGUISHER WITH A

RATING OF NOT LESS THAN 2-A10BC WITHIN 75-FOOT
TRAVEL DISTANCE TO ALL PORTIONS OF THE SPACE,
AND ADDITIONAL EXTINGUISHERS AS REQUIRED BY
FIRE DEPARTMENT FIELD INSPECTOR OR BUILDING
DEPARTMENT INSPECTOR.

Gensler

OR COMBUSTIBLE LIQUIDS, FLAMMABLE GAS AND

HAZARDOUS SUBSTANCES SHALL COMPLY WITH ALL 1200 Sixth Avenue Tel 206.654.2100

APPLICABLE LAWS AND REGULATIONS. Suite 500 Fax 206.654.2121
. WOOD BLOCKING WHERE PERMITTED SHALL BEFIRE ~ Seattle, WA 98101

RETARDANT TREATED IN ACCORDANCE WITH United States

APPLICABLE CODE REQUIREMENTS.
. EXTEND OR MODIFY EXISTING FIRE/LIFE SAFETY

SYSTEM AS REQUIRED TO PROVIDE AN APPROVED

FIRE/ LIFE SAFETY SYSTEM. SUBMIT PLANS TO FIRE

DEPARTMENT WITH COMPLETE DESCRIPTION OF

SEQUENCE OF OPERATION, AND OBTAIN APPROVAL

PRIOR TO INSTALLATION. LIGHTWIRE

4316 SW OTHELLO STREET

SEATTLE, WA 98136

ALARM INITIATING DEVICES NO MORE THAN 48 Tel 206.292.8177

ABOVE THE LEVEL OF THE FLOOR, WORKING
PLATFORM, GROUND SURFACE OR SIDEWALK.

EXTEND OR MODIFY EXISTING AUTOMATIC FIRE
EXTINGUISHING SYSTEM AS REQUIRED TO PROVIDE
AN APPROVED AUTOMATIC FIRE EXTINGUISHING
SYSTEM. SUBMIT PLANS TO FIRE DEPARTMENT AND
OBTAIN APPROVAL PRIOR TO INSTALLATION.

AUTOMATIC SPRINKLER SYSTEMS SHALL BE
SUPERVISED BY AN APPROVED CENTRAL,
PROPRIETARY OR REMOTE STATION SERVICE OR A
LOCAL ALARM WHICH WILL GIVE AN AUDIBLE SIGNAL
AT A CONSTANTLY ATTENDED LOCATION.

. PROVIDE EMERGENCY LIGHTING OF ONE

FOOT-CANDLE AT FLOOR LEVEL. COMPLY WITH
BUILDING CODES.

. MAINTAIN AISLES AT LEAST 44" WIDE AT PUBLIC

AREAS.
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